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Bayled is a Baytaş Group Brand



The products in our catalogs can not be
used or published without permission.

Bayled, can change type or cancel
the features of its products without inform.

The colours of pictures of the products
in the catalog may not be original due misprint.

All products in the catalog are designed Bayled.

Mistakes and forgettings in the catalog are exception.

Baytaş Lighting is a member of



a manufacturer
of world-class
lighting products
and systems
used by lighting 
designers, architects
and enginaeers to
illuminate exterior
architecture

Discover BAYLED

Bayled designs, engineers and
manufactures high-quality,
high performance LED lighting
Instruments for outdoor applications.

We design our products to fit
seamlessly within the architecture,
offering an aesthetic solution during
the day. The optical systems are
designed to provide industry-leading
performance, directing light where
intended while eliminating glare.
Lastly, Bayled products are engineered and 
tested to survide in any outdoor
environment.

We belive in sustainable products made from 
materials that are optimal for the
environment where they are installed
easily maintainable LED engines
and power supplies to ensure the long
life of the installation.

Try Bayled Get Quality...



STORY OF BAYTAŞ
Story of Baytaş started in 1996, Ankara, Turkey. Following years Baytaş has became a leading company through 

the LED sector based on the motto, “RE-CREATE YOUR COLOURS” since 2003. 

‘Bayled is one of the brands of Baytaş Group’ Taking extreme care in manufacturing only the registered products 

elaborately designed by us, our company continues to increase its number or products and to increase its 

customers trust. Bayled exports the Reliable Products manufactured to many countries in Asia, Europe, the 

Middle East and Africa. Taking extreme care in manufacturing only the registered products elaborately designed 

by us, our company continues to increase its number or products and increase its customer’ trust. We continue to 

increase our efforts in our R&D department to produce flawless moulds using latest technology CNC machining 

centres, plastic extrusion machines, as well as high accuary universal machine tools. 

Distinguished from its competitors by QUALITY MANAGEMENT SYSTEM implemented from the very fast day, 

aiming at developing and manufacturing customer satisfaction focused products. Baytaş Lighting aims at %75 

of its output to over 20 European and Middle Eastern countries by 2020. Aiming at being on the top of sector, 

Baytaş Lighting will continue to serve its customers and the sector through its highly specialized personel, fast 

growing range and reliable product range. Baytaş Lighting is a member of AGID - Lighting Devices Manufacturers 

Association and Turkish National Cammittee On Illumination.



OUR QUALITY POLICY

•	 Is to ensure sustainability of customer satisfaction by meeting the needs of all customers that we can reach 

and to increase customer satisfaction.

•	 To complete our tasks the first time and just in time each time, by involving all our personnel.

•	 To Provide an honest, tolerant, respected and devoted working environment for our personnel work in a 

team spirit, throughsustained training, development and improvement.

•	 To manufacture each item in the most cost efficient way, following closely the latests developments in 

technology.

•	 To work towards sustaining our “good quality product” image formed in domestic and international markets.

•	 To increase our capacity of production and range of products.

•	 To ensure “Reliable Products” manufacturing, as well as achieving good quality for all our products and 

processes (the software, engineering, pysical tests and laboratory analysis).
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LM-79-08 TEST REPORT LM-82-12 TEST REPORT
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EXPORT CERTIFICATES
Saudi Arabia - Saso Egypt - COC

Algeria - COC Iraq - ICIGI

Kuwait - Kucas & ICCP & TIR Egypt - COC

ENEC CERTIFICATES
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Energy
Saver

IPXX

IKXX

CLASS I

DIM

CLASS II

CLASS III

GLOSSARY



2700K
CRI 100

2700K
CRI 90

2700K
CRI 80

2700K
CRI 70

TECHNICAL INFORMATION

COLOUR RENDERING INDEX

The colour fidelity of light, where the reference value is daylight
(Ra = 100). Colour temperature is determinated by comparing the colour 
of light emitted by a source with corresponding colour of light emitted 
by ‘’black body’’ Heated to certain temperature measured in Kelvins (K).

COLOUR TEMPERATURE

Is determinated by comparing the colour of light emitted by a source with corresponding colour of light emitted by ‘’black 
body’’ Heated to certain temperature mwasured in Kelvins (K).

BEAM ANGLE

The angle of the given photometric body, measured at the half of maximum light intensity 
in the main direction of the light beam. The angle determines the width of the light cone.

EXPOSED SIDE SURFACE

The total surface of the side of a luminaire 
(side surface), exposed to wind load.

GLARE

An undesirable and unpleasant visual sensation, 
caused by overly bright objects (reflecting or 
producing light) appearing in the field of vision.

LENS

An optical device or a part thereof, used to 
shape the light cone.

LIGHT EFFICIENCY

A valuegiven in lm/W, describing the ratio of 
the luminous flux emitted by a luminaire and 
the energy consumed by it.

THE OTHER TERMS

LIFETIME

The estimated period in which the 
guaranteed working parameters will be 
in place.

LIGHT INTENSITY

The amount of light failing on a given 
point.

CANDLE LIGHT INCANDESCENT LIGHT FLUORESCENT LIGHT OVERCAST DAYLIGHT

2000K 2400K 2700K 2850K 3000K 3200K 3300K 3500K 3800K 4200K 4400K 5000K 6000K 6300K 6500K
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Luminance 	 : The amount of light reflected off a surface which is perceived by the eye, in cd/m²

Luminaire Power 	 : The total power consumption of a luminaire.

Working Temperature 	 : Temperature range in which the luminaire can be safely used.

Luminous Flux – LED 	 : The total combined luminous flux of all LED sources installed in a luminaire, given as 
	   the diode’s nominal temperature.

Luminous Flux – Luminaire	 : The total luminous flux of the luminaire, taking into account all losses resulting from
	   the optical systems used, the temperature and the position.diode’s nominal temperature.

Light Source 	 :  An electrical device used to produce light, such as a LED-diode.

Light Colour 	 :  The general, subjective appearance of light produced by a light source.

Luminaire 	 :  A device used to distribute or modify light produced by light source installed within it.
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LED HIGH-PERFORMANCE FLOODLIGHTS 
WITH WIDE & NARROW BEAM LIGHT DISTRIBUTION



FLOODLIGHTS



LED LIGHTING CATALOG - 202022

USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

*Luminaire input : 28 V DC / Suitable for use with solar panels.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-06-36-40-XX-X (28V*) 36W 40W 5304lm - 5587lm 4991lm - 5253lm 3000K-4000K

45-06-50-42-XX-X 50W 60W 6932lm - 7295lm 6516lm - 6857lm 3000K-4000K

45-06-70-32-XX-X 70W 80W 8872lm - 9527lm 8340lm - 8955lm 3000K-4000K

45-06-90-84-XX-X 90W 100W 12453lm - 13104lm 11705lm - 12317lm 3000K-4000K

USED POWER SUPPLY BRANDS
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

SIRUS

448

35
5

EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

Optional Accessories

Anti Glare
Diffusers
Viewing 
Angle: 
0˚- 45˚- 65˚

Photometric Curves
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IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 180°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 15º - 40º - 60º - 90º - 30ºx96º-130ºx40º
Colour standard MT-X6-23, optional RAL codes
Power factor >90% full load
Input 110 - 270V AC 50/60Hz /36W : 28 - 36V DC
6kV surge protection (10kV optional)

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strength IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,10m²
Weight: 7,8 kg / 36W: 6,8 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

A++
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-07-120-180-XX-X 120W 130W 18701lm - 19678lm 17579lm - 18498lm 3000K-4000K

45-07-150-180-XX-X 140W 150W 21251lm - 22362lm 19976lm - 21020lm 3000K-4000K

45-07-175-180-XX-X 175W 185W 24652lm - 25941lm 23173lm - 24385lm 3000K-4000K

45-07-200-180-XX-X 190W 200W 26252lm - 27625lm 24677lm - 25967lm 3000K-4000K

USED POWER SUPPLY BRANDS
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CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

SIRUS M

540

56

45
4

391

EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

Optional Accessories

Anti Glare
Diffusers
Viewing 
Angle: 
0˚- 45˚- 65˚

Photometric Curves
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IP66 IK09

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 180°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 15º-40°-60°-90°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 – 305V AC 50 / 60 Hz
Power factor > 90% full load
6kV surge protection (10kV optional)

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,17m2

Weight: 10 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

For updated information about product lighting 
specifications please visit:  www.bayled.euA++
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

High Lumen Output (Beam angle options: 15°-30°-60°-90°)

Standart Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-01-250-672-XX-X 250W 270W 43538lm – 44789lm 41884lm – 43087lm 3000K-4000K

45-01-300-672-XX-X 300W 330W 52219lm – 53719lm 50235lm – 51667lm 3000K-4000K

6
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ED
3

3
6

 L
ED

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-08-200-336-XX-X 190W 210W 30334lm - 31920lm 28514lm - 30005lm 3000K-4000K

45-08-240-336-XX-X 230W 250W 35809lm - 37682lm 33661lm - 35421lm 3000K-4000K

45-08-300-336-XX-X 300W 320W 42000lm - 43500lm 38069lm - 40059lm 3000K-4000K

45-08-320-336-XX-X 320W 350W 44800lm - 46400lm 40013lm - 42105lm 3000K-4000K

USED POWER SUPPLY BRANDS
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Technical Specifications

SIRUS L
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FLOODLIGHTS

Optional Accessories

Anti Glare
Diffusers
Viewing 
Angle: 
0˚- 45˚- 65˚

Photometric Curves

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 180°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 15º-30º-40°-60°-90°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 –305V AC 50 / 60 Hz
Power factor > 90% full load
6kV surge protection (10kV optional)

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m2

Weight: 14,86 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

For updated information about product lighting 
specifications please visit:  www.bayled.euA++
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HANDBALL COURT

SIRUS FLOODLIGHTS HANDBALL COURT LIGHTING SAMPLE RESULTS

INTENSIVE SYMMETRIC OPTICS 400

INTENSIVE SYMMETRIC OPTICS 600
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SIRUS FLOODLIGHTS HANDBALL COURT LIGHTING SAMPLE RESULTS

LIGHTING SAMPLE RESULTS
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36.94 m-8.34 14.30

35.17 m

9.83
11.10

33.90

LAYOUT PLAN

LIGHTING SUMMARY



LED LIGHTING CATALOG - 202030

TENNIS COURT

SIRUS FLOODLIGHTS TENNIS COURT LIGHTING SAMPLE RESULTS

INTENSIVE SYMMETRIC OPTICS 400

INTENSIVE SYMMETRIC OPTICS 600
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SIRUS FLOODLIGHTS TENNIS COURT LIGHTING SAMPLE RESULTS

LIGHTING SAMPLE RESULTS
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USED LED BRANDS
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XX : Lens Angle

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-08-125-108-XX-RGB 125W 150W

45-08-180-108-XX-RGB 180W 200W

45-08-125-108-XX-RGBW(A) 125W 150W

45-08-180-108-XX-RGBW(A) 180W 200W

45-08-225-108-XX-RGB 225W 250W

45-08-225-108-XX-RGBW(A) 225W 250W

USED POWER SUPPLY BRAND
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DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption for your 
specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Sirus-L is an 
advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely 
controllable light, including millions of saturated colors, pastels and uniform white 
light with CRI of greater than 85 in 2700K-4000K range.

Photometric Curves
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IP66 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 180°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-25°-45°-60°
Colour standard MT-X6-23, optional RAL codes
Input 100 –270V AC 50 / 60 Hz
Power factor > 90% full load

RGB, RGBW PWM signal with RC (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m2

Weight: 14,86 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
 

For updated information about product lighting 
specifications please visit:  www.bayled.eu

SIRUS L RGB - RGBW(A)                                 Look at page 258 for connection diagram.
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USED LED BRANDS
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Purchase Order Table

USED POWER SUPPLY BRANDS

TW

LED Dim

2700K 2850K 3000K 3200K 3300K 3500K 3800K 4200K 4400K 5000K 6000K 6300K 6500K

W
A

RM

CO
O

L

Photometric Curves
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XX : Lens Angle

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-01-175-336-XX-TW 175W 185W 27125lm 25498lm Tunable 2700K to 6500K

45-01-230-336-XX-TW 230W 250W 34040lm 31998lm Tunable 2700K to 6500K

45-01-300-336-XX-TW 300W 320W 45156lm 42600lm Tunable 2700K to 6500K

TUNABLE
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DALI – 0-10V 
Interface : Controlable driver
Control method	 : Analog with cable
Fixture Connections	 : With control cable

DALI BLUETOOTH 
Interface : Controlable driver
Control method	 : Bluetooth
Fixture Connections	 : With control cable 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption for your 
specific installation, please ask to company assistant.

FEATURES
High-quality tunable white light from the same fixture. Sirus-L Tunable is an advanced 
approach to light tuning that enables high-quality intelligent tunable white. 
Sirus L Tunable luminaires - CCT from 2700K to 6500K, dimming from 100% to 1% - help 
designers tailor the illumination and ambiance to satisfy user needs and preferences.

IP66 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 180°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 15°-40°-60°-90°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load
Tunable White PWM signal with RC (Standard)

DALI controllable

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m2

Weight: 14,86 kg
EULUMDAT files available
Complies with European standards

EN 60598 and CE certificate

For updated information about product lighting 
specifications please visit:  www.bayled.eu

SIRUS L TUNABLE 
TM

TW LED Dim

220V AC

RS 485 Data Cable

DALI Controller
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-17-140-136-XX-X 140W 150W 19507lm – 20527lm 18337lm – 19295lm 3000K-4000K

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-17-90-80-XX-X 90W 100W 12620lm - 13280lm 11863lm - 12483lm 3000K-4000K

45-17-120-108-XX-X 120W 130W 16800lm - 17400lm 15454lm - 16262lm 3000K-4000K

1
3
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USED POWER SUPPLY BRANDS

High Lumen Output (Beam angle options: 40°-60°-90°)

Standart Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)
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FLOODLIGHTS

Optional Accessories

Anti Glare
Diffusers

Photometric Curves
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IP66 IK09

Technical Specifications

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 80°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 15°-40°-60°-90°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,08m2

Weight: 7,3 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-27-200-384-XX-X 200W 220W 34656lm – 35652lm 32820lm – 33762lm 3000K-4000K

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-27-140-192-XX-X 140W 150W 21005lm - 22104lm 19745lm - 20777lm 3000K-4000K

45-27-175-192-XX-X 175W 185W 25037lm - 26346lm 23535lm - 24765lm 3000K-4000K

45-27-190-192-XX-X 190W 200W 26764lm - 28163lm 25158lm - 26473lm 3000K-4000K

45-27-230-192-XX-X 230W 240W 30888lm - 32503lm 29035lm - 30553lm 3000K-4000K

3
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ED

USED POWER SUPPLY BRANDS

High Lumen Output (Beam angle options: 15°-30°-60°-90°)

Standart Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)
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FLOODLIGHTS

Optional Accessories

Anti Glare
Diffusers

IP66 IK09

Technical Specifications

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 150°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 15°-30°-40°-60°-90°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,12m2

Weight: 10,5 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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USED LED BRANDS
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Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)
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CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-10-90-128-XX-X 90W 100W 14566lm - 15328lm 13692lm - 14408lm 3000K-4000K

45-10-120-128-XX-X 120W 150W 18510lm - 19478lm 17400lm - 18309lm 3000K-4000K

45-10-75-192-XX-X 75W 100W 13010lm - 13384lm 11839m - 12179lm 3000K-4000K

45-10-100-192-XX-X 100W 120W 16845lm - 17329lm 15329lm - 15769lm 3000K-4000K

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

4
8

 L
ED

45-10-135-48-XX-X 135W 150W 20741lm 18519lm 6500K

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)

2
8
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45-10-75-288-XX-X 75W 100W 13642lm - 14034lm 12414lm - 12771lm 3000K-4000K

45-10-100-288-XX-X 100W 120W 17661lm - 18168lm 16072lm - 16553m 3000K-4000K

45-10-125-288-XX-X 125W 150W 21374lm - 21998lm 19451lm - 20009lm 3000K-4000K

USED POWER SUPPLY BRANDS
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FLOODLIGHTS

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 95°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,08m2

Weight: 6 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.
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45-11-270-96-XX-X 270W 300W 41482lm 37038lm 6500K

5
7

6
 L

ED

45-11-150-576-XX-X 150W 165W 27284lm - 28068lm 24828lm - 25542lm 3000K-4000K

45-11-200-576-XX-X 200W 220W 35322lm - 36336lm 32144lm - 33106lm 3000K-4000K

45-11-250-576-XX-X 250W 275W 42748lm - 43976lm 38902lm - 40018lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-11-190-256-XX-X 190W 210W 28445lm - 29932lm 26738lm - 28136lm 3000K-4000K

45-11-230-256-XX-X 230W 250W 33171lm - 34906lm 31181lm - 32882lm 3000K-4000K

45-11-150-384-XX-X 150W 165W 26020lm - 26768lm 23678lm - 24358lm 3000K-4000K

45-11-200-384-XX-X 200W 220W 33690lm - 34658lm 30658lm - 31538lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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FLOODLIGHTS

IP66 IK09

FIXED HEAD MOVABLE HEAD

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,16m2

Weight: Fixed Head:15,5 kg / Movable Head:17,2 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

For updated information about product lighting 
specifications please visit:  www.bayled.eu

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

1
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45-12-405-144-XX-X 405W 440W 62223lm 55557lm 6500K

8
6
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45-12-225-864-XX-X 225W 250W 40926lm - 42102lm 37242lm - 38313lm 3000K-4000K

45-12-300-864-XX-X 300W 330W 52983lm - 54504lm 48216lm - 49659lm 3000K-4000K

45-12-375-864-XX-X 375W 420W 64122lm - 65964lm 58353lm - 60027lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-12-270-384-XX-X 270W 300W 43698lm - 45984lm 41076lm - 43224lm 3000K-4000K

45-12-360-384-XX-X 360W 400W 55530lm - 58434lm 52200lm - 54927lm 3000K-4000K

45-12-225-576-XX-X 225W 240W 39030lm - 40152lm 35517m - 36537lm 3000K-4000K

45-12-300-576-XX-X 300W 330W 50535lm - 51987m 45987lm - 47307lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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45LED LIGHTING CATALOG - 2020

TETRA PRL-3 EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

FIXED HEAD MOVABLE HEAD

765

480
66

2
210

664

430

54
9

199

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 80°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m2

Weight: Fixed Head: 17,5 kg / Movable Head: 23,3 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

For updated information about product lighting 
specifications please visit:  www.bayled.eu

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB



LED LIGHTING CATALOG - 202046

USED LED BRANDS

TE
TR

A
 P

R
L-

4
FL

O
O

D
LI

G
H

TS
5

1
2

 L
ED

7
6

8
 L

ED

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

1
9

2
 L

ED

45-20-540-192-XX-X 540W 580W 82964lm 74076lm 6500K

1
1

5
2

 L
ED

45-20-300-1152-XX-X 300W 330W 54568lm - 56136lm 49656lm - 51084lm 3000K-4000K

45-20-400-1152-XX-X 400W 440W 70644lm - 72672lm 64288lm - 66212lm 3000K-4000K

45-20-500-1152-XX-X 500W 550W 85496lm - 87952lm 77804lm - 80036lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-20-360-512-XX-X 360W 400W 58264lm - 61312lm 54768lm - 57632lm 3000K-4000K

45-20-460-512-XX-X 460W 500W 66343lm - 69812lm 62362lm - 65623lm 3000K-4000K

45-26-300-768-XX-X 300W 330W 52040lm - 53536lm 47356lm - 48716lm 3000K-4000K

45-26-400-768-XX-X 400W 440W 67380lm - 69316lm 61316lm - 63076lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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47LED LIGHTING CATALOG - 2020

TETRA PRL-4 EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

948

480

86
5

216

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,32m2

Weight: 30,4 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

For updated information about product lighting 
specifications please visit:  www.bayled.eu

MOVABLE HEAD

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB



LED LIGHTING CATALOG - 202048

USED LED BRANDS

FL
O

O
D

LI
G

H
TS

TE
TR

A
 P

RV
-2

2
5

6
 L

ED
3

8
4

 L
ED

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

9
6

 L
ED

45-13-270-96-XX-X 270W 300W 41482lm 37038lm 6500K

5
7

6
 L

ED

45-13-150-576-XX-X 150W 165W 27284lm - 28068lm 24828lm - 25542lm 3000K-4000K

45-13-200-576-XX-X 200W 220W 35322lm - 36336lm 32144lm - 33106lm 3000K-4000K

45-13-250-576-XX-X 250W 275W 42748lm - 43976lm 38902lm - 40018lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-13-190-256-XX-X 190W 210W 28445lm - 29932lm 26738lm - 28136lm 3000K-4000K

45-13-230-256-XX-X 230W 250W 33171lm - 34906lm 31181lm - 32882lm 3000K-4000K

45-13-150-384-XX-X 150W 165W 26020lm - 26768lm 23678lm - 24358lm 3000K-4000K

45-13-200-384-XX-X 200W 220W 33690lm - 34658lm 30658lm - 31538lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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49LED LIGHTING CATALOG - 2020

TETRA PRV-2 EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

FIXED HEAD MOVABLE HEAD

554

364

43
0

163

564

462

48
0

178

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,16m2

Weight: Fixed Head: 13 kg / Movable Head: 15,8 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

For updated information about product lighting 
specifications please visit:  www.bayled.eu

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB



LED LIGHTING CATALOG - 202050

USED LED BRANDS

FL
O

O
D

LI
G

H
TS

TE
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A
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-3

3
8

4
 L

ED
5

7
6

 L
ED

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

1
4

4
 L

ED

45-14-405-144-XX-X 405W 440W 62223lm 55557lm 6500K

8
6

4
 L

ED

45-14-225-864-XX-X 225W 250W 40926lm - 42102lm 37242lm - 38313lm 3000K-4000K

45-14-300-864-XX-X 300W 330W 52983lm - 54504lm 48216lm - 49659lm 3000K-4000K

45-14-375-864-XX-X 375W 420W 64122lm - 65964lm 58353lm - 60027lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-14-270-384-XX-X 270W 300W 43698lm - 45984lm 41076lm - 43224lm 3000K-4000K

45-14-360-384-XX-X 360W 400W 55530lm - 58434lm 52200lm - 54927lm 3000K-4000K

45-14-225-576-XX-X 225W 240W 39030lm - 40152lm 35517m - 36537lm 3000K-4000K

45-14-300-576-XX-X 300W 330W 50535lm - 51987m 45987lm - 47307lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)

1000

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

400

600

800

1600

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

800

1200

500

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

200

300

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

400

600

800

1000

1200

600

800

1000

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°
cd/klm η = 100%

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

320

480

640

4000

6000

η = 

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

2000

3000

4000

η = 

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°



51LED LIGHTING CATALOG - 2020

TETRA PRV-3 EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

FIXED HEAD

For updated information about product lighting 
specifications please visit:  www.bayled.euIP66 IK09

555

548

43
0

163

564

665

48
0

200

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m2

Weight: Fixed Head: 19,5 kg / Movable Head: 22,3 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

MOVABLE HEAD

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB



LED LIGHTING CATALOG - 202052

USED LED BRANDS

FL
O

O
D
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G

H
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TE
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5
1

2
 L

ED
7
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 L
ED

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

1
9

2
 L

ED

45-15-540-192-XX-X 540W 590W 82964lm 74076lm 6500K

1
1

5
2

 L
ED 45-15-300-1152-XX-X 300W 330W 54568lm - 56136lm 49656lm - 51084lm 3000K-4000K

45-15-400-1152-XX-X 400W 440W 70644lm - 72672lm 64288lm - 66212lm 3000K-4000K

45-15-500-1152-XX-X 500W 550W 85496lm - 87952lm 77804lm - 80036lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-15-360-512-XX-X 360W 400W 58264lm - 61312lm 54768lm - 57632lm 3000K-4000K

45-15-460-512-XX-X 460W 500W 66343lm - 69812lm 62362lm - 65623lm 3000K-4000K

45-15-300-768-XX-X 300W 330W 52040lm - 53536lm 47356lm - 48716lm 3000K-4000K

45-15-400-768-XX-X 400W 440W 67380lm - 69316lm 61316lm - 63076lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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53LED LIGHTING CATALOG - 2020

TETRA PRV-4 EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

FIXED HEAD MOVABLE HEAD

For updated information about product lighting 
specifications please visit:  www.bayled.euIP66 IK09

560

733

43
0

163

570

861

47
9

195

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,32m2

Weight: Fixed Head: 26 kg / Movable Head: 28,4 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional) 

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB



LED LIGHTING CATALOG - 202054

USED LED BRANDS

FL
O

O
D

LI
G

H
TS

TE
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6
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0
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9

6
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ED

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

2
4

0
 L

ED

45-16-675-240-XX-X 675W 750W 103705lm 92595lm 6500K

1
4

4
0

 L
ED

45-16-375-1440-XX-X 375W 410W 68210lm - 70170lm 62070lm - 63855lm 3000K-4000K

45-16-500-1440-XX-X 500W 550W 88305lm - 90840lm 80360lm - 82765lm 3000K-4000K

45-16-625-1440-XX-X 625W 680W 106870lm - 109940lm 97255lm - 100045lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-16-450-640-XX-X 450W 500W 72830lm - 76640lm 68460lm - 72040lm 3000K-4000K

45-16-575-640-XX-X 575W 630W 82929lm - 87265lm 77953lm - 82028lm 3000K-4000K

45-16-375-960-XX-X 375W 410W 65050lm - 66920lm 59195lm - 60895lm 3000K-4000K

45-16-500-960-XX-X 500W 550W 84225lm -  86645lm 76645lm - 78845lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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TETRA PRV-5 EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

FIXED HEAD MOVABLE HEAD

For updated information about product lighting 
specifications please visit:  www.bayled.euIP66 IK09

554

916170

43
0

597

1070220

48
0

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,40m2

Weight: Fixed Head: 32,5 kg / Movable Head: 35 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.
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45-25-810-288-XX-X 810W 900W 124446lm 111114lm 6500K

1
7

2
8

 L
ED

45-25-450-1728-XX-X 450W 500W 81852lm - 84204lm 74484lm - 76626lm 3000K-4000K

45-25-600-1728-XX-X 600W 660W 105966lm - 109008lm 96432lm - 99318lm 3000K-4000K

45-25-750-1728-XX-X 750W 820W 128244lm - 131928lm 116706lm - 120054lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

45-25-540-768-XX-X 540W 590W 87396lm - 91968lm 82152lm - 86448lm 3000K-4000K

45-25-720-768-XX-X 720W 790W 111060lm - 116868lm 104400lm - 109854lm 3000K-4000K

45-25-450-1152-XX-X 450W 500W 78060lm - 80304lm 71034lm - 73074lm 3000K-4000K

45-25-600-1152-XX-X 600W 660W 101070lm - 103974lm 91974m - 94614lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°-30°x96°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°-143°x50°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

TETRA PRV-6 EN 60598  |  IK09  |  IP66  |  

FLOODLIGHTS

560

1100160

43
0

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-40°-60°-90°-143x50°-30°x96°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,48m2

Weight: 38,4 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
6kV surge protection (10kV optional)

FIXED HEAD

DALI / 1-10 V DIMMABLE / RGB  
VERSION AVAILABLE ON REQUEST1.....10VDA L I RGB
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CORNER AREA

INTENSIVE SYMMETRIC OPTICS 400

INTENSIVE SYMMETRIC OPTICS 600

INTENSIVE SYMMETRIC OPTICS 900

LUMINAIRE : TETRA PRV 5



59

CIRCLE LINE AREA

FLOODLIGHTS LIGHTING SAMPLE RESULTS

INTENSIVE SYMMETRIC OPTICS 400

INTENSIVE SYMMETRIC OPTICS 600

INTENSIVE SYMMETRIC OPTICS 900

LUMINAIRE : TETRA PRV 5
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GOAL AREA

INTENSIVE SYMMETRIC OPTICS 400

INTENSIVE SYMMETRIC OPTICS 600

INTENSIVE SYMMETRIC OPTICS 900

LUMINAIRE : TETRA PRV 5



GENERAL AREA LIGHTING RESULTS

61FLOODLIGHTS LIGHTING SAMPLE RESULTS

LAYOUT PLAN

LIGHTING SUMMARY

TETRA PRV5 FLOODLIGHTS FOOTBALL PITCH LIGHTING RESULTS
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USED LED BRANDS
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XX : Lens Angle

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-18-110-96-XX-RGB 110W 120W

45-18-170-96-XX-RGB 170W 180W

USED POWER SUPPLY BRAND
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

TETRA PRL-2 RGB                               EN 60598  |  IK09  |  IP66  |  

IP66 IK09

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

RGB PWM signal with RC (Optional)

DMX 512 (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,16m2

Weight:17,2 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Look at page 259 for connection diagram.

Lifetime 50.000 working hours at least 

570

480

46
1

264

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption 
for your specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Tetra is an advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.
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USED LED BRANDS
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XX : Lens Angle

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-19-155-144-XX-RGB 155W 170W

45-19-255-144-XX-RGB 255W 280W
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USED POWER SUPPLY BRAND
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

TETRA PRL-3 RGB                               EN 60598  |  IK09  |  IP66  |  

IP66 IK09

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

RGB PWM signal with RC (Optional)

DMX 512 (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m2

Weight: 23,3 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Lifetime 50.000 working hours at least 

765
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264

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption 
for your specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Tetra is an advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.

Look at page 259 for connection diagram.
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USED LED BRANDS
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XX : Lens Angle

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-20-220-192-XX-RGB 220W 240W

45-20-340-192-XX-RGB 340W 370W
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USED POWER SUPPLY BRAND
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

TETRA PRL-4 RGB                               EN 60598  |  IK09  |  IP66  |  

IP66 IK09

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

RGB PWM signal with RC (Optional)

DMX 512 (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,32m2

Weight: 30,4 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Lifetime 50.000 working hours at least 
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264

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption 
for your specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Tetra is an advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.

Look at page 259 for connection diagram.
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USED LED BRANDS
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XX : Lens Angle

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-21-110-96-XX-RGB 110W 120W

45-21-170-96-XX-RGB 170W 180W
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USED POWER SUPPLY BRAND
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

TETRA PRV-2 RGB                               EN 60598  |  IK09  |  IP66  |  

IP66 IK09

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

RGB PWM signal with RC (Optional)

DMX 512 (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,16m2

Weight:15,8 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Lifetime 50.000 working hours at least 

564
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252

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption 
for your specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Tetra is an advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.

Look at page 259 for connection diagram.
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USED LED BRANDS
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Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-22-155-144-XX-RGB 155W 170W

45-22-255-144-XX-RGB 255W 280W
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

TETRA PRV-3 RGB                               EN 60598  |  IK09  |  IP66  |  

IP66 IK09

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

RGB PWM signal with RC (Optional)

DMX 512 (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m2

Weight: 22,3 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Lifetime 50.000 working hours at least 
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DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption 
for your specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Tetra is an advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.

Look at page 259 for connection diagram.
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USED LED BRANDS
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Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-23-220-192-XX-RGB 220W 240W

45-23-340-192-XX-RGB 340W 370W
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For updated information about product lighting 
specifications please visit:  www.bayled.eu
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IP66 IK09

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

RGB PWM signal with RC (Optional)

DMX 512 (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,32m2

Weight: 29 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Lifetime 50.000 working hours at least 

TETRA PRV-4 RGB                               

570

861

47
9

252

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption 
for your specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Tetra is an advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.

Look at page 259 for connection diagram.
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USED LED BRANDS
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XX : Lens Angle

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

45-24-275-240-XX-RGB 275W 300W

45-24-425-500-XX-RGB 425W 450W
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TETRA PRV-5 RGB                               EN 60598  |  IK09  |  IP66  |  

IP66 IK09

Technical Specifications

Floodlight made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 100°
Mounting bracket made of steel with
Electrostatic powder coating
Lens angle 8°-15°-30°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

RGB PWM signal with RC (Optional)

DMX 512 (Standard)

Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,40m2

Weight: 35 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Lifetime 50.000 working hours at least 

597

1070252

48
0

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption 
for your specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture. Tetra is an advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.

Look at page 259 for connection diagram.
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USED LED BRANDS
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X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

70-001-070-22-XX-X 12W 18W 1794lm - 1853lm 1687lm - 1742lm 3000K-4000K

70-001-100-33-XX-X 18W 24W 2692lm - 2780lm 2530lm - 2613lm 3000K-4000K

USED POWER SUPPLY BRAND
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For updated information about product lighting 
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LEXA
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WALLWASHERS

Photometric Curves
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CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Wallwasher made of aluminium extrusion,

Silicon rubber gasket
Swivel range 95°
Mounting bracket made of plastic.
LED chip angle 125°(without lens)
Colour standard mat anodizied, 
Input 170 –240V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)

DALI controllable (optional)

0-10V / 1-10V controllable (optional)
Safety class I
Protection class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,06m2

Weight: 0,75kg
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS

W
A
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A
SH
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H

O

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

01-03-25-09-XX-X 10W 12W 1405lm-1479lm 1321lm-1390lm 3000K-4000K

01-03-50-18-XX-X 20W 25W 2810lm-2957lm 2642lm-2780lm 3000K-4000K

USED POWER SUPPLY BRAND
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For updated information about product lighting 
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ECHO

WALLWASHERS

Photometric Curves
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CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Wallwasher made of aluminium extrusion,

Silicon rubber gasket
Swivel range 30°
Mounting bracket made of plastic.
Lens angle 12°- 25°- 40°- 60°- 80°
Colour standard mat anodizied, 
Input 170 –240V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)

DALI controllable (optional)

0-10V / 1-10V controllable (optional)
Safety class I
Protection class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,08m2

Weight: 25cm: 0,55kg / 50cm: 1,1kg
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

01-04-32-12-XX-X 12W 15W 1725lm – 1815lm 1621lm – 1706lm 3000K-4000K

01-04-61-24-XX-X 24W 30W 3449lm – 3629lm 3242lm – 3412lm 3000K-4000K

01-04-91-36-XX-X 36W 40W 5174lm – 5444lm 4863lm – 5117lm 3000K-4000K

01-04-120-48-XX-X 48W 55W 6898lm – 7259lm 6484lm – 6824lm 3000K-4000K

USED POWER SUPPLY BRANDS
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For updated information about product lighting 
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RIGEL

WALLWASHERS

IP66

EN 60598   |  IP66  |  

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Wallwasher made of aluminium extrusion,

Clear 5mm safety glass 
Silicon rubber gasket
Swivel range 30°
Mounting bracket made of plastic.
Multi Lens (linear): 17° - 25° - 35° - 20°x45°(asym.)   ,   Single Lens: 12° - 60° - 90°
Colour standard mat anodizied, 
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)

DALI controllable (optional)

0-10V / 1-10V controllable (optional)
Safety class I
Protection class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,03m2  
Weight: 32cm: 0,7kg  /  61cm: 1,2kg  /  91cm: 1,7kg  / 120cm: 2,2kg
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

01-07-60-15-XX-X 15W 16W 2637lm-2801lm 2426lm-2577lm 3000K – 4000K

01-07-60-22-XX-X 22W 24W 3582lm-3802lm 3295lm-3498lm 3000K – 4000K

01-07-90-22-XX-X 22W 24W 3755lm-3988lm 3455lm-3669lm 3000K – 4000K

01-07-90-31-XX-X 31W 34W 5076lm-5388lm 4670lm-4957lm 3000K – 4000K

01-07-120-31-XX-X 31W 34W 5275lm-5602lm 4853lm-5154lm 3000K – 4000K

01-07-120-47-XX-X 47W 50W 7456lm-7913lm 6859lm-7280lm 3000K – 4000K

USED POWER SUPPLY BRANDS
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For updated information about product lighting 
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ARSEN AC

WALLWASHERS

Photometric Curves
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IP66

EN 60598   |  IP66  |  

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Wallwasher made of aluminium extrusion,

Clear 5mm safety glass 
Silicon rubber gasket
Swivel range 30°
Mounting bracket made of plastic.
Lens angle 18°- 25°- 30°x90°- 60°x110°- 90°x110°
Colour standard mat anodizied, 
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)

DALI controllable (optional)

0-10V / 1-10V controllable (optional)
Safety class I
Protection class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,03m2  
Weight: 60cm: 1,2kg  /  88,5cm: 1,7kg  / 117cm: 2,2kg
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS
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USED POWER SUPPLY BRANDS

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

01-08-30-6-XX-X 6W 7W 1014lm-1071lm 933lm-991lm 3000K – 4000K

01-08-60-12-XX-X 12W 13W 1951lm-2070lm 1795lm-1905lm 3000K – 4000K

01-08-90-18-XX-X 18W 20W 2792lm-2963lm 2569lm-2726lm 3000K – 4000K

01-08-120-24-XX-X 24W 26W 4197lm-4458lm 3861lm-4102lm 3000K – 4000K
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ARSEN DC (24V)

WALLWASHERS

EN 60598   |  IP66  |  
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For updated information about product lighting 
specifications please visit:  www.bayled.euIP66

Photometric Curves
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Technical Specifications

Wallwasher made of aluminium extrusion,

Clear 5mm safety glass 
Silicon rubber gasket
Swivel range 30°
Mounting bracket made of plastic.
Lens angle 18°- 25°- 30°x90°- 60°x110°- 90°x110°
Colour standard mat anodizied, 
Input 24V DC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)

DALI controllable (optional)

0-10V / 1-10V controllable (optional)
Safety class I
Protection class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,02m2 

Weight: 31cm: 0,5kg  /  60cm: 1kg  /  88,5cm: 1,5kg  / 117cm: 2kg
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

01-001-025-006-XX-X 6W 10W 894lm - 941lm 840lm - 884lm 3000K-4000K

01-001-050-012-XX-X 12W 15W 1778lm - 1871lm 1671lm - 1758lm 3000K-4000K

01-001-095-024-XX-X 24W 30W 3555lm - 3741lm 3342lm - 3517lm 3000K-4000K

01-001-140-036-XX-X 36W 45W 5333lm - 5612lm 5013lm - 5275lm 3000K-4000K

USED POWER SUPPLY BRANDS
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Photometric Curves
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IP66

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Wallwasher made of aluminium extrusion,

Clear 5mm safety glass
Silicon rubber gasket
Swivel range 95°
Mounting bracket made of plastic.
Lens angle 8°- 25°- 45°- 60°
Colour standard mat anodizied, 
Input 110 – 240V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)
DALI controllable (optional)

0-10V / 1-10V controllable (optional)

Safety class I
Protection class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,08m2

Weight: 24,5cm: 0,95kg  / 48cm:1,8kg 
Weight: 93,5cm: 3,07kg  / 140cm: 4,43kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

01-02-35-12-XX-X 12W 15W 1778lm - 1871lm 1671lm - 1758lm 3000K-4000K

01-02-35-24-XX-X 24W 30W 3555lm - 3741lm 3342lm - 3517lm 3000K-4000K

01-02-70-24-XX-X 24W 30W 3555lm - 3741lm 3342lm - 3517lm 3000K-4000K

01-02-70-48-XX-X 48W 55W 7111lm - 7483lm 6684lm - 7034lm 3000K-4000K

01-02-100-36-XX-X 36W 45W 5333lm - 5612lm 5013lm - 5275lm 3000K-4000K

01-02-100-72-XX-X 72W 80W 10666lm - 11224lm 10026lm - 10551lm 3000K-4000K

01-02-130-48-XX-X 48W 55W 7111lm - 7483lm 6684lm - 7034lm 3000K-4000K

01-02-130-96-XX-X 96W 110W 14222lm - 14965lm 13369lm - 14068lm 3000K-4000K

USED POWER SUPPLY BRANDS
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VEGA

WALLWASHERS

Photometric Curves
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Technical Specifications

Lifetime 50.000 working hours at least 

Wallwasher made of aluminium extrusion,

Clear 5mm safety glass
Silicon rubber gasket
Swivel range 95°
Mounting bracket made of plastic.
Lens angle 8°- 25°- 45°- 60°
Colour standard mat anodizied, 
Input 110 – 240V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)
DALI controllable (optional)

0-10V / 1-10V controllable (optional)

Safety class I
Protection class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,14m2

Weight: 35,5cm: 2kg / 68cm: 3.53kg 
Weight: 100cm: 4.84kg / 132,5cm: 6.3kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
 

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant
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USED LED BRANDS
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B

XX : Lens Angle, X : Led Color

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

01-02-35-12-XX-RGB 12W 15W

01-02-35-24-XX-RGB 24W 30W

01-02-70-24-XX-RGB 24W 30W

01-02-70-48-XX-RGB 48W 55W

01-02-100-36-XX-RGB 36W 45W

01-02-100-72-XX-RGB 72W 80W

01-02-130-48-XX-RGB 48W 55W

01-02-130-96-XX-RGB 96W 110W

USED POWER SUPPLY BRANDS
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

WALLWASHERS

Photometric Curves
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IP66

Technical Specifications

Lifetime 50.000 working hours at least 

Wallwasher made of aluminium extrusion,

Clear 5mm safety glass
Silicon rubber gasket
Swivel range 95°
Mounting bracket made of plastic.
Lens angle 8°- 25°- 45°- 60°
Colour standard mat anodizied, 
Input 110 – 240V AC 50 / 60 Hz
Power factor > 90% full load
RGB PWM signal with RC (Standard)

DMX 512 (Optional)

Safety class I
Protection Class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,14m2

Weight: 35,5cm: 2kg / 68cm: 3.53kg 
Weight: 100cm: 4.84kg / 132,5cm: 6.3kg
Complies with European standards
EN 60598 and CE certificate
 

VEGA RGB                              Look at page 261 for connection diagram.

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption for your 
specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture.  Vega is an 
advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of 
precisely controllable light, including millions of saturated colors, pastels and 
uniform white light with CRI of greater than 85 in 2700K-4000K range.
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USED LED BRANDS
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XX : Lens Angle, X : Led Color

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

01-02-35-12-XX-RGBW(A) 12W 15W

01-02-35-24-XX-RGBW(A) 24W 30W

01-02-70-24-XX-RGBW(A) 24W 30W

01-02-70-48-XX-RGBW(A) 48W 55W

01-02-100-36-XX-RGBW(A) 36W 45W

01-02-100-72-XX-RGBW(A) 72W 80W

01-02-130-48-XX-RGBW(A) 48W 55W

01-02-130-96-XX-RGBW(A) 96W 110W

USED POWER SUPPLY BRANDS
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WALLWASHERS

Photometric Curves
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IP66

Lifetime 50.000 working hours at least 

VEGA RGBW(A)                                

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption for your 
specific installation, please ask to company assistant.

FEATURES

Color-changing and high-quality white light from the same fixture.  Vega is an 
advanced approach to color mixing that enables high-quality intelligent color. 

Multiple channels of LED lightsources combine to produce a full spectrum of 
precisely controllable light, including millions of saturated colors, pastels and 
uniform white light with CRI of greater than 85 in 2700K-4000K range.
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Technical Specifications

Wallwasher made of aluminium extrusion,

Clear 5mm safety glass
Silicon rubber gasket
Swivel range 95°
Mounting bracket made of plastic.
Lens angle 8°- 25°- 45°- 60°
Colour standard mat anodizied, 
Input 110 – 240V AC 50 / 60 Hz
Power factor > 90% full load
RGB PWM signal with RC (Standard)

DMX 512 (Optional)

Safety class I
Protection Class IP66
Operation temperature -25°C / +55°C
Wind catching area: 0,14m2

Weight: 35,5cm: 2kg / 68cm: 3.53kg 
Weight: 100cm: 4.84kg / 132,5cm: 6.3kg
Complies with European standards
EN 60598 and CE certificate
 

Look at page 261 for connection diagram.
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USED LED BRANDS

W
A

LL
W

A
SH

ER
S

M
IN

A
R

ET

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

01-05-50-40-XX-X 50W 60W 7000lm - 7516lm 6579lm - 7065lm 3000K-4000K

USED POWER SUPPLY BRAND
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ø285.5
ø117

For updated information about product lighting 
specifications please visit:  www.bayled.eu

MINARET

WALLWASHERS

Photometric Curves

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

8000

12000

16000
2400

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

800

1200

1600

2000

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

1000

1500

2000

EN 60598   |  IP65  |  

IP65

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Wallwasher made of aluminium die cast

Clear pleksi glass
Silicon rubber gasket
Mounting bracket made of plastic.
Lens angle 8°-25°- 40°
Colour standard MT-X6-23, optional RAL codes.
Input 110 – 240V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard), Amber (Optional), Green (Optional)
DALI controllable (optional)

0-10V / 1-10V controllable (optional)

Safety class I
Protection class IP65
Operation temperature -25°C / +55°C
Wind catching area: 0,03m2

Weight: 7,3kg 
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate



LED HIGH-PERFORMANCE WATERPROOF
WITH WIDE & NARROW BEAM LIGHT DISTRIBUTION



WATERPROOF
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USED LED BRANDS

EX
EG

I 1

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

90-01-65-24-96-X 25W 35W 4134lm-4270lm 3483lm-3586lm 3000K-4000K

90-01-65-30-96-X 35W 50W 5453lm-5632lm 4581lm-4731lm 3000K-4000K

90-01-125-48-192-X 50W 60W 8268lm-8540lm 6966lm-7172lm 3000K-4000K

90-01-125-60-192-X 70W 80W 10906lm-11264lm 9161lm-9462lm 3000K-4000K

90-01-240-90-384-X 105W 120W 17252lm-17818lm 14492lm-14967lm 3000K-4000K

90-01-240-120-384-X 140W 160W 21812lm-22528lm 18324lm-18924lm 3000K-4000K

W
AT

ER
PR

O
O

F

X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

USED POWER SUPPLY BRANDS
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EXEGI 1

WATERPROOF

Photometric Curves
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Technical Specifications

Lifetime 50.000 working hours at least 

Polycarbon and Aluminium profile.

Stainless Steel and Polycarbon lids.
Silicon rubber gasket
Swivel range 70°(Optional)
Mounting bracket made of stainless steel.
LED chip angle 120°(without lens)
Colour standard mat anodizied, 
Input 190 – 260V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)
DALI controllable (optional)

0-10V / 1-10V controllable (optional)

Safety class I
Protection class IP66
Impact strenght IK10
Operation temperature -25°C / +55°C
Wind catching area: 0,14m2

Weight: 64cm: 1.37kg  /  123cm: 2.39kg   /  240cm: 4,42kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
 

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

IP66 IK10

EN 60598  |  IK10  |  IP66  |  
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USED LED BRANDS

W
AT

ER
PR

O
O
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EG
I 2

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

90-02-65-48-192-X 50W 60W 8268lm-8540lm 6966lm-7172lm 3000K-4000K

90-02-65-60-192-X 70W 80W 10906lm-11264lm 9162lm-9462lm 3000K-4000K

90-02-125-96-384-X 100W 120W 16536lm-17080lm 13932lm-14344lm 3000K-4000K

90-02-125-120-384-X 140W 160W 21812lm-22528lm 18322lm-18924lm 3000K-4000K

90-02-240-180-768-X 210W 230W 34504lm-35636lm 28984lm-29934lm 3000K-4000K

90-02-240-240-768-X 280W 300W 43624lm-45056lm 36648lm-37848lm 3000K-4000K

X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

USED POWER SUPPLY BRANDS
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EXEGI 2

WATERPROOF

Photometric Curves
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Technical Specifications

Lifetime 50.000 working hours at least 

Polycarbon and Aluminium profile.

Stainless Steel and Polycarbon lids.
 Silicon rubber gasket
Mounting bracket made of stainless steel.
LED chip angle 120°(without lens)
Colour standard mat anodizied, 
Input 190 – 260V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)
DALI controllable (optional)

0-10V / 1-10V controllable (optional)

Safety class I
Protection class IP66
Impact strenght IK10
Operation temperature -25°C / +55°C
Wind catching area: 0,14m2

Weight: 64cm: 2.79kg  /  123cm: 4.83kg   /  240cm: 8,89kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

IP66 IK10

EN 60598  |  IK10  |  IP66  |  
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

90-03-65-72-288-X 75W 90W 12402lm-12810lm 10449lm-10758lm 3000K-4000K

90-03-65-90-288-X 105W 120W 16359lm-16896lm 13743lm-14193lm 3000K-4000K

90-03-125-144-576-X 150W 170W 24804lm-25620lm 20898lm-21516lm 3000K-4000K

90-03-125-180-576-X 210W 230W 32718lm-33792lm 27483lm-28386lm 3000K-4000K

90-03-240-270-1152-X 315W 340W 51756lm-53454lm 43476lm-44901lm 3000K-4000K

90-03-240-360-1152-X 420W 450W 65436lm-67584lm 54972lm-56772lm 3000K-4000K

X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

USED POWER SUPPLY BRANDS
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EXEGI 3

WATERPROOF

Photometric Curves
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Lifetime 50.000 working hours at least CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

IP66 IK10

EN 60598  |  IK10  |  IP66  |  
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Polycarbon and Aluminium profile.

Stainless Steel and Polycarbon lids.
Silicon rubber gasket
Mounting bracket made of stainless steel.
LED chip angle 120°(without lens)
Colour standard mat anodizied, 
Input 190 – 260V AC 50 / 60 Hz
Power factor > 90% full load
Mono Colour (Standard)
DALI controllable (optional)

0-10V / 1-10V controllable (optional)

Safety class I
Protection class IP66
Impact strenght IK10
Operation temperature -25°C / +55°C
Wind catching area: 0,14m2

Weight: 64cm: 4.21kg  /  123cm: 7.27kg   /  240cm: 13,36kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Technical Specifications



LED HIGH-PERFORMANCE FLOODLIGHTS 
WITH WIDE & NARROW BEAM LIGHT DISTRIBUTION



SURFACE MOUNTED
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USED LED BRANDS

SU
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

20-04-001-XX-X 1W 1W 147lm - 154lm 138lm - 145lm 3000K-4000K

20-04-003-XX-X 3W 3W 439lm - 462m 413lm - 435lm 3000K-4000K

USED POWER SUPPLY BRAND
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DIO

SURFACE MOUNTED

Optional Accessories

Grass Pile

Photometric Curves
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IP66

Technical Specifications

Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Aluminium and stainless steel fittings
Clear 3mm polycarbon glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 8°-25°-40°-60°
Colour standard 7040, optional RAL codes
Input 170 –240V AC 50 / 60 Hz
Power factor > 87% full load

Mono colour (Standard)

DALI controllable (optional) (external)
0-10V / 1-10V controllable (optional)(external)
Safety Class I
Protection Class IP66
Operation temperature -25°C / +55°C
Weight: 0,49 kg
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant
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USED LED BRANDS

SU
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

20-01-3-XX-X 3W 3W 439lm - 462m 413lm - 435lm 3000K-4000K

USED POWER SUPPLY BRAND
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MIRA / (RGB                              )    
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Technical Specifications

Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Aluminium and stainless steel fittings
Clear 3mm polycarbon glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 15°-45°(3 in1 full lens)
Colour standard 7040, optional RAL codes
Input 170 –240V AC 50 / 60 Hz
Power factor > 87% full load

Mono colour (Standard)

DALI controllable (optional) (external)
0-10V / 1-10V controllable (optional) (external)
Safety Class I
Protection Class IP66
Operation temperature -25°C / +55°C
Weight: 0,75 kg
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

Look at page 263 for connection diagram.

Optional Accessories

Grass Pile

IP66 IK09

EN 60598  |  IK09  |  IP66  |  
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

20-02-009-XX-X 9W 12W 1318lm - 1387lm 1239lm - 1304lm 3000K-4000K

USED POWER SUPPLY BRAND
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SURFACE MOUNTED
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Technical Specifications

Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Aluminium and stainless steel fittings
Clear 3mm polycarbon glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 30°- 50° (9 in1full lens)
Colour standard 7040, optional RAL codes
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (optional)
0-10V / 1-10V controllable (optional)
Safety Class I
Protection Class IP66
Operation temperature -25°C / +55°C
Weight: 1,66 kg
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

NERO / (RGB                              )    Look at page 260 for connection diagram.

Optional Accessories

Grass Pile

IP66 IK10

EN 60598  |  IK10  |  IP66  |  
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

20-03-18-XX-X 18W 25W 2636lm - 2774lm 2478lm - 2607lm 3000K-4000K

USED POWER SUPPLY BRAND
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SURFACE MOUNTED
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Technical Specifications

Lifetime 50.000 working hours at least 

Floodlight made of aluminium die cast

Aluminium and stainless steel fittings
Clear 3mm polycarbon glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 8°-25°-45°-60°
Colour standard 7040, optional RAL codes
Input 170 –240V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (optional)
0-10V / 1-10V controllable (optional)
Safety Class I
Protection Class IP66
Operation temperature -25°C / +55°C
Weight: 2,23 kg
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

RIO / (RGB                              )    Look at page 260 for connection diagram. EN 60598   |  IP66  |  

IP66



LED HIGH-PERFORMANCE INGROUND 
WITH WIDE & NARROW BEAM LIGHT DISTRIBUTION



INGROUND
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USED LED BRANDS

IN
G

R
O

U
N

D
A

N
K

A

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

15-05-01-01-XX-X 1W 1W 147lm - 154lm 138lm - 145lm 3000K-4000K

15-05-01-03-XX-X 3W 3W 439lm - 462m 413lm - 435lm 3000K-4000K

USED POWER SUPPLY BRAND
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ANKA

INGROUND

80

EN 60598  |  IK09  |  IP67  |  

Embedded Box

Filtering Cotton

Sand and soil for absorption

Detritus should be put under
the bottom for drainage

Photometric Curves
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IP67 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Inground made of aluminium die cast

Aluminium and stainless steel
Clear 6mm safety glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 8°-25°-40°-60°
Colour standard 7040, optional RAL codes
Input 170 –240V AC 50 / 60 Hz
Power factor > 87% full load

Mono colour (Standard)

DALI controllable (Optional)(External)
0-10V / 1-10V controllable (Optional) (External)
Safety Class I
Protection Class IP67
Impact strenght IK09
Operation temperature -25°C / +55°C
Weight: 0,47 kg
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant
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USED LED BRANDS

A
SP

EN
IN

G
R

O
U

N
D

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

15-01-003-XX-X 3W 3W 439lm - 462m 413lm - 435lm 3000K-4000K

USED POWER SUPPLY BRAND
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110

EN 60598  |  IK09  |  IP67  |  

INGROUND

Embedded Box

Filtering Cotton

Sand and soil for absorption

Detritus should be put under
the bottom for drainage

Photometric Curves
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IP67 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Inground made of aluminium die cast

Aluminium and stainless steel
Clear 6mm safety glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 25°-40°-60°-80°
Colour standard 7040, optional RAL codes
Input 170 –240V AC 50 / 60 Hz
Power factor > 87% full load

Mono colour (Standard)

DALI controllable (Optional) (External)
0-10V / 1-10V controllable (Optional) (External)
Safety Class I
Protection Class IP67
Impact strenght IK09
Operation temperature -25°C / +55°C
Weight: 0,75 kg
Complies with European standards
EN 60598 and CE certificate

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

ASPEN / (RGB                               )  Look at page 263 for connection diagram.
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USED LED BRANDS

TI
TU

S
IN

G
R

O
U

N
D

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

15-02-009-XX-X 9W 12W 1318lm - 1387lm 1239lm - 1304lm 3000K-4000K

USED POWER SUPPLY BRANDS
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EN 60598  |  IK09  |  IP67  |  

INGROUND

Embedded Box

Filtering Cotton

Sand and soil for absorption

Detritus should be put under
the bottom for drainage
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IP67 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Inground made of aluminium die cast

Aluminium and stainless steel
Clear 6mm safety glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 30°-50° ( 9 in1full lens)
Colour standard 7040, optional RAL codes
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
DMX 512 (Optional), RF (Optional)
Safety Class I
Protection Class IP67
Impact strenght IK09
Operation temperature -25°C / +55°C
Weight: 2 kg
Complies with European standards
EN 60598 and CE certificate

TITUS / (RGB                              )  Look at page 262 for connection diagram.
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USED LED BRANDS

CO
SM

O
IN

G
R

O
U

N
D

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

15-03-18-XX-X 18W 25W 2636lm - 2774lm 2478lm - 2607lm 3000K-4000K

USED POWER SUPPLY BRANDS
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EN 60598  |  IK09  |  IP67  |  

INGROUND

Embedded Box

Filtering Cotton

Sand and soil for absorption

Detritus should be put under
the bottom for drainage

Photometric Curves
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IP67 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Inground made of aluminium die cast

Aluminium and stainless steel
Clear 6mm safety glass
Silicon base seal gasket
Mounting bracket made of plastic
Electrostatic powder coating
Lens angle 8°-25°-45°-60°
Colour standard 7040, optional RAL codes
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
DMX 512 (Optional)
RF (Optional)
Safety Class I
Protection Class IP67
Impact strenght IK09
Operation temperature -25°C / +55°C
Weight: 2,50 kg
Complies with European standards
EN 60598 and CE certificate

COSMO / (RGB                              )  Look at page 262 for connection diagram.
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USED LED BRANDS

LI
B

R
A

IN
G

R
O

U
N

D

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

15-04-30-6-XX-X 6W 12W 879lm - 925lm 826lm - 869lm 3000K-4000K

15-04-50-12-XX-X 12W 20W 1757lm - 1849lm 1652lm - 1738lm 3000K-4000K

15-04-100-24-XX-X 24W 35W 3514lm - 3698lm 3303lm - 3476lm 3000K-4000K

USED POWER SUPPLY BRAND
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LIBRA

LEDs can be adjusted with 8° 
and 12° inclination in the luminaire.

EN 60598  |  IK09  |  IP67  |  

INGROUND
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IP67 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Inground made of aluminium extrusion,

Aluminium and stainless steel
Clear 8mm safety glass
Silicon base seal gasket
Mounting bracket made of steel
Electrostatic powder coating
Lens angle 8°-25°-45°-60°
Colour standard 7040, optional RAL codes
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP67
Impact strenght IK09
Operation temperature -25°C / +55°C
Weight: 6W: 2,95kg / 12W: 5,40kg / 24W: 9,5kg
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS

LI
B

R
A

 R
G

B
IN

G
R

O
U

N
D

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE POWER LUMINAIRE POWER

15-04-50-18-XX-X 18W 20W

15-04-100-36-XX-X 36W 40W

USED POWER SUPPLY BRAND
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LEDs can be adjusted with 
8° and 12° inclination in the 
luminaire.

EN 60598  |  IK09  |  IP67  |  

INGROUND
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IP67 IK09

Technical Specifications

Lifetime 50.000 working hours at least 

Inground made of aluminium extrusion,

Aluminium and stainless steel
Clear 8mm safety glass
Silicon base seal gasket
Mounting bracket made of steel
Electrostatic powder coating
Lens angle 8°-25°-45°-60°
Colour standard 7040, optional RAL codes
Input 24V –48V DC
Power factor > 90% full load

RGB (Standard)

DMX 512 (Optional), RF (Optional)
Safety Class I
Protection Class IP67
Impact strenght IK09
Operation temperature -25°C / +55°C
Weight: 18W: 5,1kg / 36W: 9,2kg
Complies with European standards
EN 60598 and CE certificate
 

DMX 512
Interface	 : Data Enabler (DMX/Bayled)
Adress method	 : Digital
Fixture Connections	: Male/female XLR 

FIXTURE RUN LENGHTS

To calculate fixture run lenghts and total power consumption for your specific installation, 
please ask to company assistant.

FEATURES
Color-changing and high-quality white light from the same fixture.  Vega is an advanced approach to color mixing that enables high-quality intelligent color. 
Multiple channels of LED lightsources combine to produce a full spectrum of precisely controllable light, including millions of saturated colors, pastels and uniform 
white light with CRI of greater than 85 in 2700K-4000K range.

LIBRA RGB                              Look at pages 264 for connection diagram.



LED HIGH-PERFORMANCE HIGH-BAYS 
WITH WIDE & NARROW BEAM LIGHT DISTRIBUTION



INDUSTRIAL HIGH-BAY
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USED LED BRANDS

IN
D

U
ST

R
IA

L 
H

IG
H

-B
AY

CI
R

CL
E 

H
IG

H
BA

Y 
M

ED
IU

M

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

80-002-140-136-XX-X 140W 150W 19507lm – 20527lm 18337lm – 19295lm 3000K-4000K1
3

6
 L

ED
8

0
-1

0
8

 L
ED

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

80-002-45-80-XX-X 45W 60W 7222lm - 7600lm 6789lm - 7144lm 3000K-4000K

80-002-60-108-XX-X 60W 75W 9651lm - 10156lm 9072lm - 9546lm 3000K-4000K

80-002-90-80-XX-X 90W 100W 12555lm - 13211lm 11801lm - 12418lm 3000K-4000K

80-002-120-108-XX-X 120W 150W 16354lm - 17209lm 15373lm - 16177lm 3000K-4000K

USED POWER SUPPLY BRANDS

High Lumen Output (Beam angle options: 40°-60°-90°)

Standart Lumen Output (Beam angle options: 15°-40°-60°-90°)
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CIRCLE HIGHBAY MEDIUM EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

Optional Accessories Catenary Mounting Bracket

193

354

193

354

Anti Glare
Diffusers
Viewing 
Angle: 
0˚- 45˚- 65˚

Photometric Curves

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Mounting bracket made of steel
Electrostatic powder coating
Lens angle 15°-40°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 –305V AC 50 / 60 Hz
Power factor > 90% full load
6kV surge protection
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,8m2

Weight: 5,7 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS

IN
D

U
ST

R
IA

L 
H

IG
H

-B
AY

CI
R

CL
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H
IG

H
BA

Y

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

80-001-200-384-XX-X 200W 220W 34656lm – 35652lm 32820lm – 33762lm 3000K-4000K3
8

4
 L

ED
1

9
2

 L
ED

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

80-001-140-192-XX-X 140W 150W 21005lm - 22104lm 19745lm - 20777lm 3000K-4000K

80-001-175-192-XX-X 175W 185W 25037lm - 26346lm 23535lm - 24765lm 3000K-4000K

80-001-190-192-XX-X 190W 200W 26764lm - 28163lm 25158lm - 26473lm 3000K-4000K

80-001-230-192-XX-X 230W 240W 30888lm - 32503lm 29035lm - 30553lm 3000K-4000K

USED POWER SUPPLY BRANDS

High Lumen Output (Beam angle options: 15°-30°-60°-90°)

Standart Lumen Output (Beam angle options: 15°-40°-60°-90°)
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CIRCLE HIGHBAY EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

Optional Accessories

194

450

194

450

Anti Glare
Diffusers
Viewing 
Angle: 
0˚- 45˚- 65˚

Photometric Curves

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Mounting bracket made of steel
Electrostatic powder coating
Lens angle 15°-30°-40°-60°-90°
Colour standard MT-X6-23, optional RAL codes
Input 100 –305V AC 50 / 60 Hz
Power factor > 90% full load
6kV surge protection
Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,12m2

Weight: 9kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
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Catenary Mounting Bracket
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

4
8

 L
ED

80-03-135-48-XX-X 135W 150W 20741lm 18519lm 6500K

2
8

8
 L

ED

80-03-75-288-XX-X 75W 100W 13642lm - 14034lm 12414lm - 12771lm 3000K-4000K

80-03-100-288-XX-X 100W 120W 17661lm - 18168lm 16072lm - 16553m 3000K-4000K

80-03-125-288-XX-X 125W 150W 21374lm - 21998lm 19451lm - 20009lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

80-03-50-128-XX-X 50W 60W 8745lm - 9202lm 8220lm - 8650lm 3000K-4000K

80-03-90-128-XX-X 90W 100W 14566lm - 15328lm 13692lm - 14408lm 3000K-4000K

80-03-120-128-XX-X 120W 150W 18510lm - 19478lm 17400lm - 18309lm 3000K-4000K

80-03-50-192-XX-X 50W 60W 9095lm - 9356lm 8276lm - 8514lm 3000K-4000K

80-03-75-192-XX-X 75W 100W 13010lm - 13384lm 11839m - 12179lm 3000K-4000K

80-03-100-192-XX-X 100W 120W 16845lm - 17329lm 15329lm - 15769lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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TETRA HIGH BAY HBL-1 EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

Optional Accessories

180

428

250

11
3

Anti Glare
Diffusers

Photometric Curves
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200

300

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 120°
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 8°-15°-30°-40°-60°-90°
Colour standard MT-X6-23
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,08m²
Weight: 6,3 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS
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80-04-270-96-XX-X 270W 300W 41482lm 37038lm 6500K

5
7

6
 L

ED

80-04-150-576-XX-X 150W 170W 27284lm - 28068lm 24828lm - 25542lm 3000K-4000K

80-04-200-576-XX-X 200W 220W 35322lm - 36336lm 32144lm - 33106lm 3000K-4000K

80-04-250-576-XX-X 250W 270W 42748lm - 43976lm 38902lm - 40018lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

80-04-190-256-XX-X 190W 210W 28445lm - 29932lm 26738lm - 28136lm 3000K-4000K

80-04-230-256-XX-X 230W 250W 33171lm - 34906lm 31181lm - 32882lm 3000K-4000K

80-04-150-384-XX-X 150W 175W 26020lm - 26768lm 23678lm - 24358lm 3000K-4000K

80-04-200-384-XX-X 200W 220W 33690lm - 34658lm 30658lm - 31538lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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TETRA HIGH BAY HBL-2 EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

Optional Accessories

180

865

200

Anti Glare
Diffusers

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 120°
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 8°-15°-30°-40°-60°-90°
Colour standard MT-X6-23
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,16m²
Weight: 12,5 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Photometric Curves
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

1
9

2
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80-05-540-192-XX-X 540W 580W 82964lm 74076lm 6500K

1
1

5
2

 L
ED

80-05-300-1152-XX-X 300W 330W 54568lm - 56136lm 49656lm - 51084lm 3000K-4000K

80-05-400-1152-XX-X 400W 440W 70644lm - 72672lm 64288lm - 66212lm 3000K-4000K

80-05-500-1152-XX-X 500W 550W 85496lm - 87952lm 77804lm - 80036lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

80-05-360-512-XX-X 360W 400W 58264lm - 61312lm 54768lm - 57632lm 3000K-4000K

80-05-460-512-XX-X 460W 500W 66343lm - 69812lm 62362lm - 65623lm 3000K-4000K

80-05-300-768-XX-X 300W 330W 52040lm - 53536lm 47356lm - 48716lm 3000K-4000K

80-05-400-768-XX-X 400W 440W 67380lm - 69316lm 61316lm - 63076lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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TETRA HIGH BAY HBL-22 EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

Optional Accessories

367

864

200

Anti Glare
Diffusers

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 120°
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 8°-15°-30°- 40°- 60°- 90°
Colour standard MT-X6-23
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,32m²
Weight: 23 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Photometric Curves
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USED LED BRANDS

IN
D

U
ST

R
IA

L 
H

IG
H

-B
AY

TE
TR

A
 H

IG
H

 B
AY

 H
B

V
-2

2
5

6
 L

ED
3

8
4

 L
ED

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

9
6

 L
ED

80-06-270-96-XX-X 270W 300W 41482lm 37038lm 6500K

5
7

6
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ED

80-06-150-576-XX-X 150W 165W 27284lm - 28068lm 24828lm - 25542lm 3000K-4000K

80-06-200-576-XX-X 200W 220W 35322lm - 36336lm 32144lm - 33106lm 3000K-4000K

80-06-250-576-XX-X 250W 275W 42748lm - 43976lm 38902lm - 40018lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

80-06-190-256-XX-X 190W 210W 28445lm - 29932lm 26738lm - 28136lm 3000K-4000K

80-06-230-256-XX-X 230W 250W 33171lm - 34906lm 31181lm - 32882lm 3000K-4000K

80-06-150-384-XX-X 150W 165W 26020lm - 26768lm 23678lm - 24358lm 3000K-4000K

80-06-200-384-XX-X 200W 220W 33690lm - 34658lm 30658lm - 31538lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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TETRA HIGH BAY HBV-2 EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

364

42
8

23
1

Optional Accessories

Anti Glare
Diffusers

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 120°
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 8°-15°-30°- 40°- 60°- 90°
Colour standard MT-X6-23
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,16m²
Weight: 12,5 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Photometric Curves
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.
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80-07-405-144-XX-X 405W 430W 62223lm 55557lm 6500K

8
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80-07-225-864-XX-X 225W 250W 40926lm - 42102lm 37242lm - 38313lm 3000K-4000K

80-07-300-864-XX-X 300W 330W 52983lm - 54504lm 48216lm - 49659lm 3000K-4000K

80-07-375-864-XX-X 375W 420W 64122lm - 65964lm 58353lm - 60027lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

80-07-270-384-XX-X 270W 300W 43698lm - 45984lm 41076lm - 43224lm 3000K-4000K

80-07-360-384-XX-X 360W 400W 55530lm - 58434lm 52200lm - 54927lm 3000K-4000K

80-07-225-576-XX-X 225W 240W 39030lm - 40152lm 35517m - 36537lm 3000K-4000K

80-07-300-576-XX-X 300W 330W 50535lm - 51987m 45987lm - 47307lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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TETRA HIGH BAY HBV-3 EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

550

42
8

23
1

Anti Glare
Diffusers

Optional 
Accessories

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 120°
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 8°-15°-30°- 40°- 60°- 90° 
Colour standard MT-X6-23
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,24m²
Weight: 19 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Photometric Curves
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

1
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80-08-540-192-XX-X 540W 580W 82964lm 74076lm 6500K

1
1

5
2

 L
ED

80-08-300-1152-XX-X 300W 330W 54568lm - 56136lm 49656lm - 51084lm 3000K-4000K

80-08-400-1152-XX-X 400W 440W 70644lm - 72672lm 64288lm - 66212lm 3000K-4000K

80-08-500-1152-XX-X 500W 550W 85496lm - 87952lm 77804lm - 80036lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUM. FLUX LUMINAIRE LUM. FLUX COLOR TEMP.

80-08-360-512-XX-X 360W 400W 58264lm - 61312lm 54768lm - 57632lm 3000K-4000K

80-08-460-512-XX-X 460W 500W 66343lm - 69812lm 62362lm - 65623lm 3000K-4000K

80-08-300-768-XX-X 300W 330W 54560lm - 56124lm 51284lm - 52760lm 3000K-4000K

80-08-400-768-XX-X 400W 440W 67380lm - 69316lm 63340lm - 65156lm 3000K-4000K

USED POWER SUPPLY BRANDS

Mid Power LED Standard Lumen Output (Beam angle options: 15°-40°-60°-90°)

Mid Power LED High Lumen Output (Beam angle options: 30°-60°-90°)

High Power LED High Lumen Output (Beam angle options: 8°-15°) 

Mid Power LED Extra High Lumen Output (Beam angle options: 15°-30°-60°-90°)
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TETRA HIGH BAY HBV-4 EN 60598  |  IK09  |  IP66  |  

INDUSTRIAL HIGH-BAY

734

42
8

23
0

Anti Glare
Diffusers

Optional 
Accessories

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

High-Bays made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Swivel range 120°
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 8°-15°-30°- 40°- 60°- 90°
Colour standard MT-X6-23
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,32m²
Weight: 25 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate

Photometric Curves

1600

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

800

1200

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

400

600

800

1000

1200

1000

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

400

600

800

500

cd/klm η = 100%
0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

200

300

4000

6000

η = 

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

2000

3000

4000

η = 

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°



INTENSIVE SYMMETRIC OPTICS 400+ 600LAYOUT PLAN

LIGHTING SUMMARY FALSE COLOUR DISPLAY

LED LIGHTING CATALOG - 2020148
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LUMINAIRE : CIRCLE HIGHBAY



149

40o

40o

40o

40o
40o

40o

40o

40o

40o 40o
40o

40o
40o

40o

60o

60o

60o

60o
60o

60o

40o

60o

60o

60o

60o
60o

60o
40o

40o

40o

40o

40o

40o
40o

40o 40o
40o

40o
40o

40o

HIGHBAY LIGHTING SAMPLE RESULTS

INTENSIVE SYMMETRIC OPTICS 400

INTENSIVE SYMMETRIC OPTICS 600

INTENSIVE SYMMETRIC OPTICS 400+ 600

BASKETBALL COURT
LUMINAIRE : CIRCLE HIGHBAY



LED HIGH-PERFORMANCE STREET LIGHTS
WITH WIDE & ASYMMETRIC BEAM LIGHT DISTRIBUTION



STREET LUMINAIRE



LED LIGHTING CATALOG - 2020152

USED LED BRANDS
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X : Led Color,   Standard colour temperature 4000K, also available with 6500K on request.
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CODE MODULE POWER LUMINAIRE POWER MODULE LUMINOUS FLUX LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

65-01-70-128-0-X 70W 75W 11320lm - 11912lm 10641lm - 11198lm 3000K-4000K

65-01-90-128-0-X 90W 100W 13870lm - 14595lm 13038lm - 13719lm 3000K-4000K

65-01-120-128-0-X 120W 130W 17112lm - 18007lm 16085lm - 16926lm 3000K-4000K

65-01-140-128-0-X 140W 150W 19281lm - 20289lm 18124lm - 19072lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUMINOUS FLUX LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

65-01-120-384-0-X 120W 130W 21453lm-22069lm 19737lm-20303lm 3000K-4000K

65-01-140-384-0-X 140W 150W 24499lm-25202lm 22539lm-23186lm 3000K-4000K

65-01-160-384-0-X 160W 170W 27544lm-28336lm 25341lm-26069lm 3000K-4000K

65-01-190-384-0-X 190W 210W 32147lm-33070lm 29575lm-30424lm 3000K-4000K

CODE MODULE POWER LUMINAIRE POWER MODULE LUMINOUS FLUX LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

65-01-90-64-0-X 90W 100W 12362lm - 13275lm 11621lm - 12478lm 3000K-4000K

65-01-120-64-0-X 120W 130W 15688lm - 16847lm 14747lm - 15836lm 3000K-4000K

65-01-140-64-0-X 140W 150W 17744lm - 19054lm 16680lm - 17911lm 3000K-4000K

65-01-175-64-0-X 175W 185W 21087lm - 22644lm 19822lm - 21285lm 3000K-4000K

65-01-190-64-0-X 190W 200W 22439lm - 24095lm 21092lm - 22650lm 3000K-4000K

USED POWER SUPPLY BRANDS
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

B-LIGHT EN 60598  |  IK09  |  IP66  |  

STREET LUMINAIRE

Optional 
Accessories
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IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Street lights made of aluminium die cast

Galvanized steel fittings 
Clear 5mm safety glass
Silicon rubber gasket
Swivel range with bracket 0°- 80°
Mounting bracket made of steel&aluminium
Electrostatic powder coating
Lens angle ASYM
Colour standard MT-X6-23, optional RAL codes
Input 100 –305V AC 50 / 60 Hz
Power factor > 92% full load
Standard 6kV surge protection

10kV surge protection (optional)

DALI controllable (optional)
0-10V / 1-10V controllable (optional)
Safety Class I
Protection class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,18m2

Weight: 11,34 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate



LED LIGHTING CATALOG - 2020154

USED LED BRANDS

ST
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

*Luminaire input : 28 V DC / Suitable for use with solar panels.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

45-06-36-40-XX-X (28V*) 36W 40W 5183lm - 5454lm 4872lm - 5127lm 3000K-4000K

45-06-50-42-XX-X 50W 60W 6932lm - 7295lm 6516lm - 6857lm 3000K-4000K

45-06-70-32-XX-X 70W 80W 10256lm - 10792lm 9641lm - 10145lm 3000K-4000K

45-06-90-84-XX-X 90W 100W 12453lm - 13104lm 11705lm - 12317lm 3000K-4000K

45-06-100-96-XX-X 100W 110W 13924lm - 14652lm 13089lm - 13773lm 3000K-4000K

USED POWER SUPPLY BRANDS
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SIRUS STL EN 60598  |  IK08  |  IP66  |  

STREET LUMINAIRE
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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IP66 IK08

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Street lights made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Mounting bracket made of steel
Electrostatic powder coating
Lens angle ASYM
Colour standard MT-X6-23, optional RAL codes
Power factor >90% full load
Input 110 - 270V AC 50/60Hz /36W : 28 - 36V DC
6kV surge protection
10kV surge protection (Optional)

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strength IK08
Operation temperature -25°C / +55°C
Wind catching area: 0,11m²
Weight: 8kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate



LED LIGHTING CATALOG - 2020156

USED LED BRANDS

KO
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-50-27-X 27W 35W 3331lm - 3506lm 3000K-4000K

60-50-50-X 50W 60W 6169lm - 6492lm 3000K-4000K

60-50-90-X 90W 100W 11104lm - 11685lm 3000K-4000K

X : Led Color
Fixture watt which is given for single head

USED POWER SUPPLY BRANDS
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KOLO EN 60598  |  IK08  |  IP65  |  

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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IP65 IK08

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Luminary Dimensions Ø360x160mm / Ø450x190mm / Ø550x230mm

Total Height 3m-9,5m
Body Pole, Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request
Bracket Manufactured from steel

All RAL Codes or Special architectural paints

Luminary Part Manufactured from Aluminium

Protection Class IP65

Insulation Class II

Mounting Detail Anchor System
Impact Resistance IK08
LED Driver 1050mA
Cable 3*1,5TTR Non-flammable
Operating Temperature -25°C +55°C
LED Module 12/16/24/32/36/48
Eliptical Shaped asymmetrical lenses
CRI 3000K>80 / 4000K>70

STREET LUMINAIRE



LED HIGH-PERFORMANCE URBAN LIGHTS 
WITH WIDE & ASYMMETRIC BEAM LIGHT DISTRIBUTION



URBAN LIGHTING



LED LIGHTING CATALOG - 2020160

USED LED BRANDS
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X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-48-50-120-001-X 50W 60W 8320lm - 8850lm 7238lm - 7616lm 3000K-4000K

60-48-80-180-003-X 80W 100W 12200lm - 13600lm 11439lm - 12037lm 3000K-4000K

USED POWER SUPPLY BRANDS
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STAR 60

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Urban lights made of aluminium aloy

Aluminium and stainless steel fittings
Clear 5mm policarbon glass
Silicon rubber gasket
Electrostatic powder coating
Colour standard MT-X6-23, optional RAL codes
Input 100 –305V AC 50 / 60 Hz
Power factor > 90% full load
Mono colour (Standard)
DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)

Safety Class I
Protection Class IP65
Operation temperature -25°C / +55°C
Wind catching area: 0,18m2

Weight: 7,3 kg
EULUMDATfiles available
Complies with European standards
EN 60598 and CE certficate

EN 60598  |  IK09  |  IP65  |  

IP65 IK09



LED LIGHTING CATALOG - 2020162

USED LED BRANDS
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Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-49-50-XX 50W 60W 7000lm - 7250lm 6169lm - 6492lm 3000K-4000K

USED POWER SUPPLY BRANDS
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AMON EN 60598  |  IP65  |  

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

• Standard pole height 3 meter + head
• Optional pole height : 3,5 / 4 meter + head

Optional Accessories
Photometric Curves
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IP65

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Urban lights made of aluminium die cast

Aluminium and stainless steel fittings
Opak 5mm policarbon glass
Silicon rubber gasket
Electrostatic powder coating
Colour standard MT-X6-23, optional RAL codes
LED power supply unit
Input 110 –240V AC 50 / 60 Hz
Power factor > 90% full load
6kV surge protection (Optional)

Mono colour (Standard)

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP65
Operation temperature -25°C / +55°C
Wind catching area: 0,09m2

Weight: 3 kg
Complies with European standards
EN 60598 and CE certificate



LED LIGHTING CATALOG - 2020164

USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-51-150-X 150W 150W 13050lm - 13950lm 830K-840K

H
IT

LE
D

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-51-18-X 18W 20W 2221lm - 2337lm 3000K-4000K

60-51-50-X 50W 60W 6169lm - 6492lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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APEX

600

3000

700

5000

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves

Technical Specifications

Luminary Dimensions Ø600mm-Ø700mm

Total Height 3m-5m
Body Pole Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request
Bracket Manufactured from steel

All RAL Codes or Special architectural paints

Luminary Part Manufactured from Aluminium
Louver Highest grade aluminium,polished and anodised

Diffuser 5mm polycarbonate

Insulation Class II
Mounting Detail Anchor System
Energy saving or high pressure electrical system
Ballast Magnetic (Standart) / Electronic (Upon request)
Cable 3*1,5TTR Non-flammable cable

Operating Temperature -20°C +55°C
CRI 3000K>80 / 4000K>70

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 
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EN 60598  |  IP65  |  

IP65
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-52-50-X 50W 60W 6169lm - 6492lm 3000K-4000K

60-52-80-X 80W 100W 9871lm - 10387lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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MACULO

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Luminary Dimensions Ø600x800mm

Total Height 4m
Body Pole Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request
Bracket Manufactured from  cast Aluminium

All RAL Codes or Special architectural paints

Luminary Part Manufactured from Aluminium

Insulation Class II
Diffuser Tempered Glass
Mounting Detail Anchor System
LED Driver 1050mA
Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C

CRI 3000K>80 / 4000K>70

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP65  |  

IP65



LED LIGHTING CATALOG - 2020168

USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-53-60-X 60W 75W 7403lm - 7790lm 3000K-4000K

60-53-80-X 80W 100W 9870lm - 10387lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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FUNGO

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Luminary Dimensions Ø430x800mm

Total Height 4m
Body Pole Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request
Bracket Manufactured from  cast Aluminium

All RAL Codes or Special architectural paints

Luminary Part Manufactured from Aluminium

Insulation Class II

Diffuser PMMA
Mounting Detail Anchor System
LED Driver 1050mA
Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C

CRI 3000K>80 / 4000K>70

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP65  |  

IP65



LED LIGHTING CATALOG - 2020170

USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-54-45-XX-X 45W 60W 7222lm - 7600lm 6789lm - 7144lm 3000K-4000K

60-54-60-XX-X 60W 75W 9651lm - 10156lm 9072lm - 9546lm 3000K-4000K

60-54-90-XX-X 90W 100W 12555lm - 13211lm 11801lm - 12418lm 3000K-4000K

60-54-120-XX-X 120W 150W 16354lm - 17209lm 15373lm - 16177lm 3000K-4000K

USED POWER SUPPLY BRANDS
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FLAMINGO EN 60598  |  IP66  |  

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves

Technical Specifications

Total Height, 4m

Led Driver, 350-1050mA
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70

Body Pole, Steel - Standard

Luminary Part, Manufactured from all aluminium
Protection Class, IP 66
Insulation Class II
Mounting Detail, Anchor System
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, 540x143mm

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-55-90-XX-X 90W 100W 11801lm - 12418lm 3000K-4000K

60-55-120-XX-X 120W 150W 15373lm - 16177lm 3000K-4000K

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-55-180-XX-X 180W 200W 23602lm - 24836lm 3000K-4000K

60-55-220-XX-X 220W 240W 28960lm - 30474lm 3000K-4000K

SI
N

G
LE

 H
EA

D
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O
U

B
LE

 H
EA

D

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

USED POWER SUPPLY BRANDS
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URBAN LIGHTING
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For updated information about product lighting 
specifications please visit:  www.bayled.euIP66 IK08

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Total Height 3m-9,5m
Body Pole, Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request
Bracket Manufactured from steel

All RAL Codes or Special architectural paints

Luminary Part Manufactured from Aluminium

Protection Class IP66

Insulation Class II

Mounting Detail Anchor System
Impact Resistance IK08
LED Driver 350-700mA
Cable 3*1,5TTR Non-flammable
Operating Temperature -25°C +55°C
LED Module 12/16/24/32/36/48
Eliptical Shaped asymmetrical lenses
CRI 3000K>80 / 4000K>70



LED LIGHTING CATALOG - 2020174

USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-56-140-XX-X 140W 150W 21005lm - 22104lm 19745lm - 20777lm 3000K-4000K

60-56-175-XX-X 175W 185W 25037lm - 26346lm 23535lm - 24765lm 3000K-4000K

60-56-190-XX-X 190W 200W 26764lm - 28163lm 25158lm - 26473lm 3000K-4000K

60-56-230-XX-X 230W 240W 30888lm - 32503lm 29035lm - 30553lm 3000K-4000K

USED POWER SUPPLY BRANDS
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SEGEL

URBAN LIGHTING

Photometric Curves
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EN 60598  |  IK08  |  IP66  |  

For updated information about product lighting 
specifications please visit:  www.bayled.euIP66 IK08

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Total Height 3m-9,5m
Body Pole, Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request
Bracket Manufactured from steel

All RAL Codes or Special architectural paints

Luminary Part Manufactured from Aluminium
Protection Class IP66

Insulation Class II

Mounting Detail Anchor System
Impact Resistance IK08
LED Driver 350-700mA
Cable 3*1,5TTR Non-flammable
Operating Temperature -25°C +55°C
Eliptical Shaped asymmetrical lenses
CRI 3000K>80 / 4000K>70
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LED LIGHTING CATALOG - 2020176

USED LED BRANDS
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USED POWER SUPPLY BRANDS

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-57-50-X 50W 60W 6169lm - 6492lm 3000K-4000K

X : Led Color
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TORRE

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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Technical Specifications

CYLINDRICAL

SQUARED

Total Height 4,5m

Body Pole Aluminium
All RAL Codes or Special architectural paints
Luminary Part Manufactured from Aluminium
Protection Class IP65
Insulation Class II
Luminary Dimensions, 220x220mm

Mounting Detail Anchor System

LED Driver 1400mA
Cable 3*1,5TTR Non-flammable

Operating Temperature -20°C +55°C
Eliptical Shaped asymmetrical lenses
CRI 3000K>80 / 4000K>70
 

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-58-80-X 80W 100W 9871lm - 10387lm 3000K-4000K

X : Led Color
Fixture watt which is given for double head

USED POWER SUPPLY BRANDS
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BLOCCO

MOVABLE HEADS

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Technical Specifications

Luminary Dimensions 150*80mm

Total Height 5m
Body Pole Aluminium Profile
All RAL Codes or Special architectural paints
Luminary Part Manufactured from Aluminium
Diffuser PMMA

Insulation Class II

Mounting Detail Anchor System

LED Driver 700mA
Cable 3*1,5TTR Non-flammable
Operating Temperature -20°C +55°C
Eliptical Shaped asymmetrical lenses
CRI 3000K>80 / 4000K>70

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 
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USED LED BRANDS
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Purchase Order Table

LE
D CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-74-60-X 75W 75W 4920lm - 5340lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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ELA EN 60598  |  IP66  |  

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Report the model chosen at the time of purchase to the sales representative.
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Technical Specifications

FLAT CURVED

Luminary Dimensions 140x800x680mm

Total Height 5m
Body Pole Aluminium Profile
All RAL Codes or Special architectural paints
Luminary Part Manufactured from Aluminium
Diffuser PMMA

Insulation Class II

Mounting Detail Anchor System

LED Driver 1050mA
Cable 3*1,5TTR Non-flammable
Operating Temperature -20°C +55°C
Eliptical Shaped asymmetrical lenses
CRI 3000K>80 / 4000K>70



LED HIGH-PERFORMANCE DECORATIVE LIGHTS 
WITH WIDE & ASYMMETRIC BEAM LIGHT DISTRIBUTION



DECORATIVE LIGHTING
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-61-30-X 30W 30W 3701lm - 3895lm 3000K-4000K

X : Led Color
Fixture watt which is given for single head

USED POWER SUPPLY BRANDS
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BONITA EN 60598  |  IP65  |  

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Luminary Dimensions  Ø280x370mm

Total Height  0,6m-3,5m
Body Pole Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request

Base and Bracket Manufactured from Cast Aluminium

All decorative parts are manufactured from high quality
aluminium (ETIAL 160) by sand casting technique

All RAL Codes or Special architectural paints

Luminary Part Manufactured from Aluminium

Diffuser Tempered Glass / PMMA
Insulation Class II

Mounting Detail Anchor System

Ballast Magnetic (Standart) / Electronic (Upon request)

Cable 3*1,5TTR Non-flammable cable

Operating Temperature -20°C +55°C
CRI 3000K>80 / 4000K>70

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

IP65
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-62-150-X 150W 150W 14250lm - 15000lm 830K-840K

60-62-250-X 250W 250W 26500lm - 28000lm 830K-840K

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-62-120-X 120W 150W 14806lm - 15580lm 3000K-4000K

60-62-200-X 180W 200W 20700lm - 21600lm 3000K-4000K

H
PS

LE
D

X : Led Color
Fixture watt which is given for single head

USED POWER SUPPLY BRANDS
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LUCERNA EN 60598  |  IP65  |  

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Luminary Dimensions 580x950mm

Total Height 9m
Body Pole Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request

Base and Bracket Manufactured from Cast Aluminium

All decorative parts are manufactured from high quality
aluminium (ETIAL 160) by sand casting technique
All RAL Codes or Special architectural paints
Luminary Part Manufactured from Aluminium

Diffuser PMMA

Insulation Class II
Mounting Detail Anchor System

High pressure electrical system

Ballast Magnetic (Standart) / Electronic (Upon request)

Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C
CRI 3000K>80 / 4000K>70

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-63-70-X 70W 70W 6090lm -6510lm  830K-840K

60-63-150-X 180W 180W 13050lm -13950lm  830K-840K

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-63-50-X 50W 60W 6169lm - 6492lm 3000K-4000K

60-63-80-X 80W 100W 9871lm - 10387lm 3000K-4000K

H
IT

LE
D

X : Led Color
Fixture watt which is given for single head

USED POWER SUPPLY BRANDS
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EQUO EN 60598  |  IP65  |  

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Diffuser PMMA

Insulation Class II

Mounting Detail Anchor System
High pressure electrical system
Ballast Magnetic (Standart) / Electronic (Upon request)
Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C
CRI 3000K>80 / 4000K>70

Luminary Dimensions Ø380x730mm

Total Height 4,5m

Body Pole Manufactured from Cast Aluminium 
Base and Bracket Manufactured from Cast Aluminium
All RAL Codes or Special architectural paints
All decorative parts are manufactured from high quality
aluminium (ETIAL 160) by sand casting technique
Luminary Part Manufactured from Aluminium

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

IP65
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-64-100-X 100W 120W 12338lm - 12983lm 3000K-4000K

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-64-250-X 250W 250W 26750lm - 28000lm 830K-840K

60-64-400-X 400W 400W 42800lm - 44800lm 830K-840K

H
PS

LE
D

X : Led Color

USED POWER SUPPLY BRANDS
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REGIO EN 60598  |  IP65  |  

URBAN LIGHTING

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Luminary Dimensions  580x950mm

Total Height  9m
Body Pole Steel (coated with electro galvanized)-Standard, Steel
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel 
conical poles - upon request

Base and Bracket Manufactured from Cast Aluminium

All decorative parts are manufactured from high quality
aluminium (ETIAL 160) by sand casting technique
All RAL Codes or Special architectural paints
Luminary Part Manufactured from Aluminium

All RAL Codes or Special architectural paints

Diffuser PMMA

Insulation Class II

Mounting Detail Anchor System

High pressure electrical system

Ballast Magnetic (Standart)
Cable 3*1,5TTR Non-flammable cable

Operating Temperature -20°C +55°C

CRI 3000K>80 / 4000K>70

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

IP65



LED HIGH-PERFORMANCE BOLLARDS 
WITH WIDE & ASYMMETRIC BEAM LIGHT DISTRIBUTION



BOLLARDS
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-65-30-X 30W 30W 2520lm - 2760lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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PLOCHA

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Mounting Detail Anchor System

LED Driver 700mA

Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C

Colour Temperature 3000K / 4000K
CRI 3000K>80 / 4000K>70

Luminary Dimensions Ø157mm

Total Height 2m-1m

Body Pole Aluminium-Standard
Luminary Part Manufactured from Aluminium
All RAL Codes or Special architectural paints
Diffuser Plexi glass
Insulation Class II

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP65  |  

IP65



LED LIGHTING CATALOG - 2020196

USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-66-30-X 30W 30W 2520lm - 2760lm 3000K-4000K

60-66-40-X 40W 40W 4000lm - 4320lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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REED EN 60598  |  IK08  |  IP66  |  

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu

30
00

195

195

195

157

157

157

12
50

95
0

20
00

10
00

45
0

Technical Specifications

Impact Resistance IK08

LED Driver 350mA-700mA
Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C
Colour Temperature 3000K / 4000K 

CRI 3000K>80 / 4000K>70

Luminary Dimensions Ø157mm

Total Height 3m-1m

Body Pole Aluminium-Standard
All RAL Codes or Special architectural paints
Diffuser Plexi glass
Insulation Class II
Mounting Detail Anchor System

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Photometric Curves

Max. Power Consumption [W] 30
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-67-18-X 18W 20W 1566lm - 1692lm 3000K-4000K

60-67-23-X 23W 25W 2162lm - 2323lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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ANCRA EN 60598  |  IK08  |  IP66  |  

Photometric Curves
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For updated information about product lighting 
specifications please visit:  www.bayled.eu
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Technical Specifications

Insulation Class II
Mounting Detail Anchor System
Impact Resistance IK08 
Energy electrical system
Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C

Luminary Dimensions Ø150mm
Total Height 0,4-0,8m
Body Pole Aluminium-Standard
All RAL Codes or Special architectural paints
Louver Highest grade aluminium,polished and anodised
Diffuser PMMA

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

IP66 IK08
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-68-20-X 20W 20W 1640lm - 1800lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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MARCO EN 60598  |  IK08  |  IP66  |  

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Photometric Curves
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Technical Specifications

Impact Resistance IK08
LED Driver 500mA
Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C
Colour Temperature 3000K / 4000K
CRI 3000K>80 / 4000K>70

Luminary Dimensions Ø168mm
Total Height 1m-0,4m
Body Pole Steel (coated with electro galvanized)-Standard
All RAL Codes or Special architectural paints
Diffuser Plexi glass
Insulation Class II
Mounting Detail Anchor System

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

IP66 IK08
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-69-20-X 20W 20W 1640lm - 1800lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS



203LED LIGHTING CATALOG - 2020

LANTERNA

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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Technical Specifications

Impact Resistance IK08
LED Driver 500mA
Cable 3*1,5TTR Non-flammable cable
Operating Temperature -20°C +55°C
Colour Temperature 3000K / 4000K
CRI 3000K>80 / 4000K>70

Luminary Dimensions Ø200mm - Ø250mm
Total Height 0,95m-1m
Body Pole Steel (coated with electro galvanized)-Standard
All RAL Codes or Special architectural paints
Diffuser Plexi glass
Insulation Class II
Mounting Detail Anchor System

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IK08  |  IP65  |  

IP65 IK08

Photometric Curves
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-70-18-X 18W 20W 1566lm - 1692lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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STOVE

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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Technical Specifications

Led Driver, 350mA
Power Consumption, Max 20W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Led Module 12
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70
 

Body Pole, Aluminium Profile - Standard
Luminary Part, Manufactured from all aluminium
Protection Class, IP 44
Insulation Class II
Mounting Detail, Anchor System
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, Ø157
Total Height, 600mm

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP44  |  

IP44

Photometric Curves

Max. Power Consumption [W] 20
Rated luminous flux [lm] 1800 - 4000K
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USED LED BRANDS

B
O

LL
A

R
D

S
TI

TO

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-75-20-X 20W 22W 1640lm - 1800lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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TITO

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Technical Specifications

Led Driver, 350mA
Power Consumption, Max 20W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Led Module
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70
 

Body Pole, Aluminium Profile - Standard
Luminary Part, Manufactured from all aluminium
Protection Class, IP 65
Insulation Class II
Mounting Detail, Anchor System
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, Ø157mm
Total Height, 200-900mm

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP65  |  

IP65
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USED LED BRANDS

B
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-78-20-X 20W 22W 1640lm - 1800lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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FRANCO

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu

Technical Specifications

Led Driver, 350mA
Power Consumption, Max 20W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Led Module
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70
 

Body Pole, Aluminium Profile - Standard
Luminary Part, Manufactured from all aluminium
Protection Class, IP 65
Insulation Class II
Mounting Detail, Anchor System
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, 150x100mm, 150x80mm
Total Height, 800-1000-1600mm

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP65  |  

IP65
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USED LED BRANDS

B
O

LL
A

R
D

S
R

IB
A

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-77-20-X 20W 22W 1640lm - 1800lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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RIBA

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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Technical Specifications

Led Driver, 350mA
Power Consumption, Max 20W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Led Module 12
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70
 

Body Pole, Aluminium Profile - Standard
Luminary Part, Manufactured from all aluminium
Protection Class, IP 54
Insulation Class II
Mounting Detail, Anchor System
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, 120x120mm
Total Height, 700-1000mm

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP54  |  

IP54
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USED LED BRANDS

B
O
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R
D

S
SU

R
G

E

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-76-212-X 2x12W 2x13W 1640lm - 1800lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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SURGE

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu

85
0

C.700

120x120mm

120x120mm

30
0m

m

Technical Specifications

Led Driver, 350mA
Power Consumption, Max 2x12W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Led Module 4
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70
 

Body Pole, Aluminium Profile - Standard
Luminary Part, Manufactured from all aluminium
Protection Class, IP 54
Insulation Class II
Mounting Detail, Anchor System
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, 120x120mm
Total Height, 700-1000mm

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP54  |  

IP54
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USED LED BRANDS

B
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-71-18-X 18W 20W 1566lm - 1692lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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TEMO

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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Technical Specifications

Led Driver, 350mA
Power Consumption, Max 20W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Led Module 12
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70
 

Body Pole, Aluminium Profile - Standard
Luminary Part, Manufactured from all aluminium
Protection Class, IP 65
Insulation Class II
Mounting Detail, Anchor System
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, 150x150mm
Total Height, 795mm

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

EN 60598  |  IP65  |  

IP65
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-72-18-X 18W 20W 1566lm - 1692lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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HENGER

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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EN 60598  |  IP65  |  

IP65

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Mounting Detail Anchor System
Led Driver, 350mA
Power Consumption, Max 18W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70

Body Pole, Steel (coated with electro galvanized)
Luminary Part, Manufactured from all aluminium
Protection Class, IP 65
Insulation Class II
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, Ø260mm
Total Height, 1,2m
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USED LED BRANDS
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Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

60-73-20-X 20W 20W 1640lm - 1800lm 3000K-4000K

X : Led Color

USED POWER SUPPLY BRANDS
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SENCILLO

BOLLARDS

For updated information about product lighting 
specifications please visit:  www.bayled.eu
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EN 60598  |  IP44  |  

IP44

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Electrical equipment LED system
Led Driver, 500mA
Power Consumption, Max 12W
Cable , 3*1 TTR Non-flammble cable
Operating Temperature, -20°C  + 55°C
Colour Temperature, 3000K / 4000K
CRI, 3000K>80 / 4000K >70

Body Pole, Aluminium Profile - Standard
Luminary Part, Manufactured from all aluminium
Protection Class, IP 44
Insulation Class II
Paint, All RAL codes or Special architectural paints
Luminary Dimensions, 200x160mm
Total Height, 950mm



LED HIGH-PERFORMANCE CANOPY 
WITH WIDE & NARROW BEAM LIGHT DISTRIBUTION



CANOPY
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USED LED BRANDS

CA
N

O
PY

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

80-01-140-136-XX-X 140W 150W 19507lm – 20527lm 18337lm – 19295lm 3000K-4000K1
3

6
 L

ED
8

0
-1

0
8

 L
ED

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

81-01-45-80-XX-X 45W 60W 7222lm - 7600lm 6789lm - 7144lm 3000K-4000K

81-01-60-108-XX-X 60W 75W 9651lm - 10156lm 9072lm - 9546lm 3000K-4000K

81-01-90-80-XX-X 90W 100W 12555lm - 13211lm 11801lm - 12418lm 3000K-4000K

81-01-120-108-XX-X 120W 150W 16354lm - 17209lm 15373lm - 16177lm 3000K-4000K

USED POWER SUPPLY BRANDS

High Lumen Output (Beam angle options: 40°-60°-90°)

Standart Lumen Output (Beam angle options: 15°-40°-60°-90°-120°(without lens))
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

CANOPY EN 60598  |  IK09  |  IP66  |  

CANOPY

Optional Accessories

126 432

432

Anti Glare
Diffusers
Viewing 
Angle: 
0˚- 45˚- 65˚

Photometric Curves

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Canopies made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 15°- 40°- 60°- 90° - 120°(without lens)
Colour standard white
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
6kV surge protection

Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,08m²
Weight: 9,3 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
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USED LED BRANDS

CA
N

O
PY

  V
.2

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

80-02-140-136-XX-X 140W 150W 19507lm – 20527lm 18337lm – 19295lm 3000K-4000K1
3

6
 L

ED
8

0
-1

0
8

 L
ED

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

80-02-45-80-XX-X 45W 60W 7222lm - 7600lm 6789lm - 7144lm 3000K-4000K

80-02-60-108-XX-X 60W 75W 9651lm - 10156lm 9072lm - 9546lm 3000K-4000K

80-02-90-80-XX-X 90W 100W 12555lm - 13211lm 11801lm - 12418lm 3000K-4000K

80-02-120-108-XX-X 120W 150W 16354lm - 17209lm 15373lm - 16177lm 3000K-4000K

USED POWER SUPPLY BRANDS

High Lumen Output (Beam angle options: 40°-60°-90°)

Standart Lumen Output (Beam angle options: 15°-40°-60°-90°-120°(without lens))
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For updated information about product lighting 
specifications please visit:  www.bayled.eu

CANOPY V.2 EN 60598  |  IK09  |  IP66  |  

CANOPY

Optional Accessories

130 430

430

Anti Glare
Diffusers
Viewing 
Angle: 
0˚- 45˚- 65˚

Photometric Curves

IP66 IK09

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

Canopies made of aluminium die cast

Galvanized steel fittings
Clear 5mm safety glass
Silicon rubber gasket
Mounting bracket made of steel
Electrostatic powder coating.
Lens angle 15°- 40°- 60°- 90° - 120°(without lens)
Colour standard white
Optional RAL codes.
Input 100 - 305V AC 50 / 60 Hz
Power factor > 90% full load
6kV surge protection

Mono colour (Standard)

DALI controllable (Optional)

0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP66
Impact strenght IK09
Operation temperature -25°C / +55°C
Wind catching area: 0,08m²
Weight: 7,6 kg
EULUMDAT files available
Complies with European standards
EN 60598 and CE certificate
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LED HIGH-PERFORMANCE UNDERWATER 
WITH WIDE & NARROW BEAM LIGHT DISTRIBUTION



UNDERWATER
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

30-01-24-3-XX-X 3W 3W 439lm - 462m 413lm - 435lm 3000K-4000K

USED POWER SUPPLY BRANDS
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UNDERWATER

EN 60598   |  IP68  |  

Photometric Curves
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Technical Specifications

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP68
Operation temperature -25°C / +55°C
Weight: 0,27 kg
Complies with European standards
CE certificate
 

Under water made of stainless steel
Clear 3mm policarbon glass
Silicon base seal gasket
Mounting bracket made of stainless steel
Lens angle 15°-45° (3 in 1 full lens)
Front cover colour standard (Chrome)
Input 12 –24V DC
Power factor > 93% full load
Mono colour (Standard)

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

ORCA 3 (RGB                              )    Look at page 263 for connection diagram.

Max. Depth: 80cm 
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USED LED BRANDS
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XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

30-02-24-9-XX-X 9W 12W 1318lm - 1387lm 1239lm - 1304lm 3000K-4000K

USED POWER SUPPLY BRANDS



231LED LIGHTING CATALOG - 2020

For updated information about product lighting 
specifications please visit:  www.bayled.eu

UNDERWATER

EN 60598   |  IP68  |  

Photometric Curves
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Technical Specifications

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP68
Operation temperature -25°C / +55°C
Weight: 0,57 kg
Complies with European standards
EN 60598 and CE certificate
 

Under water made of stainless steel
Clear 3mm policarbon glass
Silicon base seal gasket
Mounting bracket made of stainless steel
Lens angle 30°-50° (9 in 1 full lens)
Front cover colour standard (Chrome)
Input 24 – 36V DC
Power factor > 93% full load
Mono colour (Standard)

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

ORCA 9 (RGB                              )    Look at page 263 for connection diagram.

Max. Depth: 80cm 
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USED LED BRANDS

U
N

D
ER

W
AT

ER
O

R
CA

 1
8

 - 
O

R
CA

 P
A

R
5

6

XX : Lens Angle, X : Led Color
Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE MODULE 
POWER

LUMINAIRE
POWER

MODULE 
LUMINOUS FLUX

LUMINAIRE
LUMINOUS FLUX

COLOR
TEMPERATURE

30-03-24-18-XX-X 18W 20W 2636lm - 2774lm 2478lm - 2607lm 3000K-4000K

30-03-24-18-PAR56-XX-X 18W 20W 2636lm - 2774lm 2478lm - 2607lm 3000K-4000K

USED POWER SUPPLY BRANDS
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PAR 56

Max. Depth: 80cm 

For updated information about product lighting 
specifications please visit:  www.bayled.eu

UNDERWATER

EN 60598   |  IP68  |  

Photometric Curves
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Technical Specifications

DALI controllable (Optional)
0-10V / 1-10V controllable (Optional)
Safety Class I
Protection Class IP68
Operation temperature -25°C / +55°C
Weight: 0,78 kg
Complies with European standards
EN 60598 and CE certificate
 

Under water made of stainless steel
Clear 3mm policarbon glass
Silicon base seal gasket
Mounting bracket made of stainless steel
Lens angle 8°- 25°- 45°- 60°
Front cover colour standard (Chrome)
Input 24 – 54V DC
Power factor > 93% full load
Mono colour (Standard)

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

ORCA 18 - ORCA PAR56 (RGB                                )    Look at page 263 for connection diagram.
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Purchase Order Table

CODE LUMINAIRE POWER LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

01-09-XX-X 15W/m 2100Lm/m 3000K-4000K

USED POWER SUPPLY BRANDS

XX : Length
X : Number of LEDs (70LED/m)
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BAYLINE

LINEAR LUMINAIRE

EN 60598   |  IP20 / IP67  |  

IP20 IP67

Technical Specifications

0-10V / 1-10V controllable (Optional)
DMX 512 (Optional)
Safety Class II
Protection Class IP20 / IP67
Operation temperature -25°C / +55°C
Complies with European standards
EN 60598 and CE certificate
 

Linear lights made of aluminium extrusion
Clear - Opal policarbon diffuser (Optional)
Colour standard mat anodizing
Input 24V DC
Power factor > 93% full load
Diffuser angle 180°
Mono colour (Standard)
DALI controllable (Optional)

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

28

2000

65

15,5

1000

500

1500

IP67 SOCKET
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Purchase Order Table

CODE LUMINAIRE POWER LUMINAIRE LUMINOUS FLUX COLOR DEPTH

01-06-XX-X 15W/m 690Lm/m 16.7 million

XX : Length of luminaire
X : Number of LEDs (Each 12,5 cm length module consists of 6 RGB LEDs)
* Length of luminaire starts from 25 cm and goes up to 200cm with multiples of 12,5 cm.
* RGBW version is also available with 48 RGB LEDs + 48 White(2700K-6500K) LEDs per meter.
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BAYLINE FULL RGB

LINEAR LUMINAIRE

EN 60598   |  IP20 / IP67  |  

IP20 IP67

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

28
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Technical Specifications

0-10V / 1-10V controllable (Optional)
RGB PWM signal with RC (Optional)
DMX 512
Safety Class II
Protection Class IP20 / IP67
Operation temperature -25°C / +55°C
Complies with European standards
EN 60598 and CE certificate

Linear lights made of aluminium extrusion
Clear - Opal policarbon diffuser (Optional)
Colour standard mat anodizing
Input 24V DC
Power factor > 93% full load
Diffuser angle 180°
RGB (Standard) / RGBW (Optional)
DALI controllable (Optional)

IP67 SOCKET

CONNECTION DIAGRAMSBAYLINE FULL RGB - BAYLINE PIXEL 

RGB DMX DIAGRAM WITH A DMX CONVERTER BAYLINE FULL RGB

DMX DIAGRAM WITH A PIXEL INJECTORBAYLINE PIXEL

BAYLINE FULL RGB BAYLINE PIXEL

ArtNet Controller

AIM VDMX Evo

AIM FVID Pro

CAT5 or DMX512 
Cable

Pixel Injector220VAC

Leader Cable

24VDC PSU

AIM VDMX Evo

ArtNet Controller

CAT5 or DMX512 
Cable

220VAC
DMX 
Converter

Leader Cable

24VDC PSU
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USED POWER SUPPLY BRANDS

Purchase Order Table

CODE LUMINAIRE POWER LUMINAIRE LUMINOUS FLUX COLOR DEPTH

01-07-XX-X 10W/m 464Lm/m 16.7 million

XX : Length of luminaire
X : Number of LEDs (Each 15cm length module consists of 6 RGB LEDs)
* Length of luminare starts from 15 cm and goes up to 180cm with multiples of 15 cm.
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LINEAR LUMINAIRE

EN 60598   |  IP20 / IP67  |  

IP20 IP67

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

BAYLINE PIXEL

Technical Specifications

0-10V / 1-10V controllable (Optional)
RGB PWM signal with RC (Optional)
DMX 512 (Optional)
Safety Class II
Protection Class IP20 / IP67
Operation temperature -25°C / +55°C
Complies with European standards
EN 60598 and CE certificate

Linear lights made of aluminium extrusion
Clear - Opal policarbon diffuser (Optional)
Colour standard mat anodizing
Input 24V DC
Power factor > 93% full load
Diffuser angle 180°
RGB (Standard)
DALI controllable (Optional)

28

65
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1800

1500

1350

1200

1050

900

750

600

450

300

150

1650

IP67 SOCKET

CONNECTION DIAGRAMSBAYLINE FULL RGB - BAYLINE PIXEL 

RGB DMX DIAGRAM WITH A DMX CONVERTER BAYLINE FULL RGB

DMX DIAGRAM WITH A PIXEL INJECTORBAYLINE PIXEL

BAYLINE FULL RGB BAYLINE PIXEL

ArtNet Controller

AIM VDMX Evo

AIM FVID Pro

CAT5 or DMX512 
Cable

Pixel Injector220VAC

Leader Cable

24VDC PSU

AIM VDMX Evo

ArtNet Controller

CAT5 or DMX512 
Cable

220VAC
DMX 
Converter

Leader Cable

24VDC PSU
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Purchase Order Table

CODE LUMINAIRE POWER LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

6 6W/m 720Lm/m 3000K-4000K

10 10W/m 1.440Lm/m 3000K-4000K

14 14W/m 1.620Lm/m 3000K-4000K

Standard colour temperature 4000K, also available with 6500K on request.

USED POWER SUPPLY BRANDS
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LED BAR 1

LINEAR LUMINAIRE

EN 60598   |  IP20 / IP65  |  

IP20 SOCKET IP68 SOCKET

Photometric Curves
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IP20 IP65

Technical Specifications

0-10V / 1-10V controllable (Optional)
RGB PWM signal with RC (Optional)
DMX 512 (Optional)
Safety Class II
Protection Class IP20 / IP65
Operation temperature -25°C / +55°C
Complies with European standards
EN 60598 and CE certificate

Linear lights made of aluminium extrusion
Clear - Opal policarbon diffuser (Optional)
Colour standard mat anodizing
Input 24V DC (12V Optional)
Power factor > 93% full load
Diffuser angle 120°
Mono colour (Standard)
DALI controllable (Optional)

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Optional Accessories
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Standard colour temperature 4000K, also available with 6500K on request.

Purchase Order Table

CODE LUMINAIRE POWER LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

6 6W/m 720Lm/m 3000K-4000K

10 10W/m 1.440Lm/m 3000K-4000K

USED POWER SUPPLY BRANDS
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LED BAR 2

LINEAR LUMINAIRE

Photometric Curves
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EN 60598   |  IP20 / IP65  |  

IP20 IP65

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

0-10V / 1-10V controllable (Optional)
RGB PWM signal with RC (Optional)
DMX 512 (Optional)
Safety Class II
Protection Class IP20 / IP65
Operation temperature -25°C / +55°C
Complies with European standards
EN 60598 and CE certificate

Linear lights made of aluminium extrusion
Clear - Opal policarbon diffuser (Optional)
Colour standard mat anodizing
Input 24V DC (12V Optional)
Power factor > 93% full load
Diffuser angle 120°
Mono colour (Standard)
DALI controllable (Optional)

Optional Accessories

IP20 SOCKET IP68 SOCKET
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Purchase Order Table

CODE LUMINAIRE POWER LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

6 6W/m 720Lm/m 3000K-4000K

10 10W/m 1.440Lm/m 3000K-4000K

14 14W/m 1.620Lm/m 3000K-4000K

Standard colour temperature 4000K, also available with 6500K on request.

USED POWER SUPPLY BRANDS
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LED BAR 3

LINEAR LUMINAIRE

Photometric Curves
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EN 60598   |  IP20 / IP65  |  

IP20 IP65

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

0-10V / 1-10V controllable (Optional)
RGB PWM signal with RC (Optional)
DMX 512 (Optional)
Safety Class II
Protection Class IP20 / IP65
Operation temperature -25°C / +55°C
Complies with European standards
EN 60598 and CE certificate

Linear lights made of aluminium extrusion
Clear - Opal policarbon diffuser (Optional)
Colour standard mat anodizing
Input 24V DC (12V Optional)
Power factor > 93% full load
Diffuser angle 120°
Mono colour (Standard)
DALI controllable (Optional)

Optional Accessories

IP20 SOCKET IP68 SOCKET
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Purchase Order Table

CODE LUMINAIRE POWER LUMINAIRE LUMINOUS FLUX COLOR TEMPERATURE

6 6W/m 720Lm/m 3000K-4000K

10 10W/m 1.440Lm/m 3000K-4000K

14 14W/m 1.620Lm/m 3000K-4000K

Standard colour temperature 4000K, also available with 6500K on request.

USED POWER SUPPLY BRANDS
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LED BAR 4

LINEAR LUMINAIRE

Photometric Curves
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EN 60598   |  IP20 / IP65  |  

IP20 IP65

CCT tolerance within a 3 step MacAdams ellipse and LM80 compliant Lifetime 50.000 working hours at least 

Technical Specifications

0-10V / 1-10V controllable (Optional)
RGB PWM signal with RC (Optional)
DMX 512 (Optional)
Safety Class II
Protection Class IP20 / IP65
Operation temperature -25°C / +55°C
Complies with European standards
EN 60598 and CE certificate

Linear lights made of aluminium extrusion
Clear - Opal policarbon diffuser (Optional)
Colour standard mat anodizing
Input 24V DC (12V Optional)
Power factor > 93% full load
Diffuser angle 120°
Mono colour (Standard)
DALI controllable (Optional)

Optional Accessories

IP20 SOCKET IP68 SOCKET
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