O BLED

STREET LUMINAIRE

Purchase Order Table

32223380
22223330
323335330

KOLO

O BLED

EN 60598 | IKO8 | IP65 | C€

LB
60-50-27-X 27W
60-50-50-X 50w
60-50-90-X 90w

Fixture watt which is given for single head
X: Led Color
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LUMINAIRE
POWER

35w
60w
100w

LUMINAIRE COLOR
LUMINOUS FLUX TEMPERATURE
3331Im - 3506Im 3000K-4000K
6169Im - 6492Im 3000K-4000K

11104Im - 11685Im 3000K-4000K

USED POWER SUPPLY BRANDS

USED LED BRANDS
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Technical Specifications
Luminary Dimensions @360x160mm / @450x190mm / @550x230mm Insulation Class I
Total Height 3m-9,5m Mounting Detail Anchor System
Body Pole, Steel (coated with electro galvanized)-Standard, Steel Impact Resistance IKO8
(Coated with hot dip galvanized)-upon reguest, Aluminium and steel LED Driver 1050mA
conical poles - upon request
P ponteq Cable 3*1,5TTR Non-flammable
Bracket Manufactured from steel i . .
Operating Temperature -25°C +55°C
AllRAL Codes or Special architectural DaiﬂTS LED Module 12/16/24/32/36/48
Luminary Part Manufactured from Aluminium Eliptical Shaped asymmetrical lenses
Protection Class IP65 CRI'3000K>80/4000K>70
@ (CT tolerance within a 3 step MacAdams ellipse and LM80 compliant @ Lifetime 50.000 working hours at least
> no no Energy A For updated information about product lighting
L%D v I e & P65 Kos l& @ ‘ vt € :‘{s specifications please visit: www.bayled.eu
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